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Abbreviations: General Notes: Demolition Notes:
A/C AR CONDITIONING 1. REFER TO BASIC BUILDING SPECIFICATIONS, REQUIREMENTS AND STANDARDS FOR 25. ALL GYPSUM BOARD PARTITIONS SHALL BE TAPED, SPACKLED AND SANDED SMOOTH 1. OBTAIN DEMOLITION PERMITS AND INCLUDE ALL COSTS OF SAME IN CONTRACT PRICE. m
AT ACOUSTICAL CEILING TLE EXISTING SHELL AND CORE CONSTRUCTION. ALL WORK IS TO BE COMPATIBLE WITH WITH NO VISIBLE JOINTS. PATCH AND REPAIR SURFACES TO MATCH ADJACENT OR
ALT. ALTERNATE EXISTING CONSTRUCTION. ADJOINING SURFACES WHERE REQUIRED. ALL SURFACES SHALL BE ALIGNED. 2. FURNISH ALL LABOR AND MATERIALS/EQUIPMENT TO COMPLETE DEMOLITION AND F—-
APPROX.  APPROXIMATE REMOVAL OF ALL ITEMS AS INDICATED.
2. ALL WORK SHALL CONFORM TO APPLICABLE CURRENT FEDERAL, STATE AND LOCAL 26. MODIFY EXISTING SUBSTRATE AS REQUIRED TO RECEVE NEW FLOORING MATERIALS, THUS
EEDG ggﬁ)?NG CODES. THE CONTRACTOR IS TO PROVIDE FOR ALL REQUIRED NOTIFICATION OF AND PREVENTING NOTICEABLE LUMPS OR DEPRESSIONS. 3. CONTRACTOR SHALL KEEP CONSTRUCTION AREA FREE OF DUST AND DEBRIS FOR THE
BLD BUILD! COORDINATION WITH CITY AND STATE AGENCIES, AND PROVIDE REQUIRED PERMITS. ALL DURATION OF CONSTRUCTION.
BKc  BLOCKING TESTS AND INSPECTIONS ASSOCIATED WITH OBTAINING APPROVALS TO PROCEED WITH 27. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE. | | I
BOT BOTTOM AND COMPLETE THE WORK SHALL BE PAID FOR BY THE CONTRACTOR. ] 4, IF ANY QUESTIONS ARISE AS TO THE REMOVAL OF ANY MATERIAL, CLARIFY THE POINT
B/S BUILDING STANDARD 28. REFER TO MILLWORK SHOP DRAWINGS FOR SPECIFIC DETAILS OF COORDINATION BETWEEN IN QUESTION WITH THE ARCHITECT BEFORE PROCEEDING. I—
BU BUILT UP 3. THE INTENT OF THE CONTRACT DOCUMENTS IS TO INCLUDE ALL LABOR AND MATERIALS, DRYWALL/MILLWORK CONDITIONS.
EQUIPMENT AND TRANSPORTATION NECESSARY OR REASONABLY INFERABLE AS BEING 5. AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION AREA(S) SHALL BE LEFT IN —
s SN NECESSARY FOR THE EXECUTION OF THE WORK. BY SUBMITTING A PROPOSAL, THE 29. ALL GLASS SHALL BE CLEAR TEMPERED GLASS, UNLESS OTHERWISE NOTED. GLAZING "BROOM CLEAN" CONDITION. ALL DEBRIS AND MISCELLANEOUS M(A%ER,AL SHALL BE
CLR CLEAR(ANCE) CONTRACTOR REPRESENTS THAT THOROUGH EXAMINATION OF THE SITE AND ALL EXISTING TONG MARKS SHALL NOT BE VISIBLE. CLEAN AND POLISH ALL GLASS PRIOR TO ’ O
REMOVED
CoL  COLUMN CONDITIONS AND LIMITATIONS HAVE BEEN MADE AND THAT THE CONTRACT DOCUMENTS PROJECT DELIVERY. ' S
HAVE BEEN EXAMINED IN COMPLETE DETAIL, AND THAT IT IS DETERMINED BEYOND
CONS  CONSTRUCTION N WINGS. SPECIFICATIONS AND EXISTING CONDITIONS ARE SUFFICIENT, | 30. ALL MILLWORK TO BE FASTENED TO THE PARTITION. PROVIDE NON-COMBUSTIBLE 6. ALL DEBRIS REMOVAL SHALL BE PERFORMED IN ACCORDANCE WITH BUILDING jC
CONT  CONTINUOUS MANAGEMENT REQUIREMENTS AND PROCEDURES. =
CORR  CORRIDOR ADEQUATE AND SATISFACTORY FOR CONSTRUCTION OF THE WORK. WHERE MINOR BLOCKING FOR ALL MILLWORK NOT SUPPORTED BY FLOOR OR ABOVE 4'—0" HT. ALL A
CPT CARPET ADJUSTMENTS TO THE WORK ARE NECESSARY FOR THE PURPOSES OF FABRICATION AND CONCEALED LUMBER & BLOCKING TO BE FIRE TREATED. 7. AS DIRECTED BY BUILDING MANAGEMENT, ALL DOORS, FRAMES, HARDWARE, MECHANICAL m "
cT CERAMIC TILE INSTALLATION OF ITEMS, OR RESOLUTIONS OF CONFLICTS BETWEEN (TEMS, WITHIN THE TEMS, PLUMBING FIXTURES, LIGHT FIXTURES (INCLUDING DOWNLIGHTS AND W
CTR CENTER TJELTSTTSENTTQEATC?«th:ggEDDO&#EEN%TI-:S'T(T)HEHEO&L%AE%TORwﬂEgéL S%Kl_il-: 3&%!; 31. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR: HVAC, CARPET SEAMING, LIGHTING, FLUORESCENTS). AND SPEGIAL EQUIPMENT SHOWN TO BE REMOVED, SHALL BE CLEAN ° S
e e ADJUSTMENTS AFFECT FUNCTIONAL OR AESTHETIC DESIGN OF THE WORK, THEY SHALL CASEWORK- AND FREE OF DEFECTS, PROTECTED, SAVED AND REUSED AS DIRECTED HEREN, OR 2 §
DF DRINKING FOUNTAIN BE SUBMITTED TO THE ARCHITECT FOR REVIEW AND APPROVAL. 32. MOISTURE TEST — REQUIRED FOR ALL ON GRADE SLAB CONDITIONS DURING THE RETURNED TO BUILDING STOCK. g
DIA DIAMETER <
CONSTRUCTION ESTIMATING/BUDGETING PROCESS THE GENERAL CONTRACTOR SHALL BE <
DA oo 4. THE CONTRACTOR SriLt COORDINATE AL OFERTION WITH T*F*‘EOOWTNHE?W'N%U%EECI " RESPONSIBLE. FOR OBTANING FROM THE BUILDING OWNER DOCUMENTATION AS T0 THE | 'TNHEF;AS(T,Q}CA)?SS. T,;?C?ETSE%?E/,ED'S,CTS&ASE EAND CAP ALL OUTLETS, SHITCHES. WIRES, U < =
DR DOOR AREA FOR WORK, MATERIALS STORAGE, AND ACCESS TO AND FROM ORK, L VAPOR EMISSIONS RATE (MOISTURE TEST) FOR ALL “ON GRADE SLAB CONDITIONS'. THIS & o
DWG DRAWING CONDITIONS OR NOISY WORK, TIMING OF WORK AND INTERRUPTION OF MECHANICAL AND - 5
DRW  DRAWER ELECTRICAL SERVICES. NOISY OR DISRUPTIVE WORK SHALL BE SCHEDULED AT LEAST INFORMATION SHOULD THEN BE IMMEDIATELY SHARED BETWEEN THE ARCHITECT, THE 9.  CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND/OR REPAIRING ANY DAMAGE - >
ONE (1) WEEK IN AD.VANCE OF THE TIME WORK IS TO COMMENCE ARCHITECTS' SELECTED FLOORING REPRESENTATIVE(S), AND FLOORING SUB-CONTRACTOR CAUSED BY HIM OR HIS SUBCONTRACTORS TO EXISTING CONSTRUCTION IN ELEVATOR o =
£ 331« ‘ FOR REVIEW AND APPROVAL OF APPLICABLE MATERIALS AND ANCILLARY LOBBY, PUBLIC CORRIDORS, RESTROOMS OR TENANT SPACES. REFINISH TO MATCH _’ =
EL ELEVATION 5. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE HIGHEST STANDARD OF INSTALLATION/FINISH PRODUCTS. _IF_NO MOISTURE TEST CAN BE FURNISHED OR IF EXISTING ADJACENT FINISH, OR AS NOTED HEREIN.
ELEC  ELECTRICAL WORKMANSHIP IN' GENERAL AND WITH SUCH STANDARDS AS ARE SPECIFIED. Fhra, ARE IN QUESTION THE GENERAL CONTRACTOR SHALL PERE R T PO 1 . NO EXISTNG SOKE DETECTOR, PUBLIC ADDRESS SPEAKER, FIRE ALARM BOX OR
L OR * . ] ]
EQ EQUAL ANGES T SIMILAR DEVICE, INCLUDING THE ASSOCIATED WIRING SHALL BE DAMAGED DURING
EQUP  EQUIPMENT 6. ggﬁEfABCEOSRUgSﬁLTLEDADT%Ei,EQCﬁTQ& ,E,“'&,DR'#&GSTF‘-‘J}?AEQS@OVQ’E_Y CHANGES TO SAME A. PROVIDE (3) CALCIUM CHLORIDE MOISTURE TESTS FOR THE FIRST THOUSAND SQUARE DEMOLITION AND SUBSEQUENT CONSTRUCTION. RELOCATION OF SMOKE DETECTORS,
E§ITST ggmg FEET AND (1) TEST FOR EVERY ONE THOUSAND SQUARE FEET THEREAFTER AT ALL PUBLIC ADDRESS SPEAKERS AND FIRE ALARM EQUIPMENT, NECESSITATED BY NEW
EXP EXPANSION 7. CONTRACTOR SHALL SUBMIT SAMPLES OF ALL FINISHES OF SUCH SIZE AND NUMBER FLOORS WITHIN SCOPE OF WORK. THE CALCIUM CHLORIDE TEST SHALL BE CONSTRUCTION, SHALL BE ACCOMPLISHED AS A FIRST PRIORITY, AND PER THE PLANS.
THAT THEY REPRESENT A REASONABLE DISTRIBUTION OF COLOR RANGES AND PATTERN CONDUCTED IN ACCORDANCE WITH THE LATEST EDITION OF ASTM F 1869 “STANDARD NO ACTIVE SMOKE DETECTOR SHALL BE COVERED OR OTHERWISE REMOVED OR USED
:::EC ?ARCE'TOERXYT";I(;‘H‘SSFIHER CABINET PRIOR TO INSTALLATION FOR ARCHITECT'S APPROVAL. CONTRACTOR SHALL PROVIDE TEST METHOD” FOR MEASURING VAPOR EMISSIONS RATE OF CONCRETE SUN-FLOOR FOR OTHER THAN IT'S INTENDED PURPOSE. Cariuon POint B4000
FH FULL HEIGHT SHOP DRAWINGS AND PRODUCT DATA FOR ARCHITECT'S APPROVAL ON ALL SPECIAL USING ANHYDROUS CALCIUM CHLORIDE. PROVIDE A WRITTEN REPORT OF FINDINGS TO
AN FINISH(ED) TEWS REQUIRNG CUSTOM FABRICATION. (SHALL INCLUDE RATED FIRE DOORS AND THE ARCHITECT AS NOTED ABOVE. 11.  REMOVAL OF ANY EQUIPMENT, CABLING SWITCHES, AND CONDUIT PERTAINING TO Floors 3 & 4
FLR FLOOR : DATA/COMMUNICATIONS AND TELEPHONE SHALL BE VERIFIED WITH TELEPHONE
FLUOR  FLUORESCENT HARDWARE). B. PROVIDE A PH PENCIL TEST AT ALL FLOORS WITHIN SCOPE OF WORK. PROVIDE A COMPANIES AND TENANT. 4100 Carillon Pt
Foic FURNISH BY OWNER, WRITTEN REPORT OF FINDINGS TO THE ARCHITECT AS NOTED ABOVE. y
INSTALL BY CONTRACTOR 8.  CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND CONDITIONS ON SITE AND NOTIFY R Kirkland. WA 98033
FOS FACE OF STUD(S) SCALE OFF DRAWINGS 12.  REMOVE ALL EXISTING MATERIALS WHICH WOULD CAUSE RISES OR DEPRESSIONS IN Irkiand,
ARCHITECT OF ANY DISCREPANCIES. CONTRACTOR IS NOT TO : IF REQUIRED BY THE CALCIUM CHLORIDE TEST, A WATERPROOF MEMBRANE SHALL BE NEW FLOORING SURFACE, SUCH AS FASTENERS, OUTLET CORES, COVER PLATES
FoF e OF Fmer APPLIED TO ALL FLOORS WITHIN THE SCOPE OF WORK. THE WATERPROOF R COVERINGS '
e 9. CONTRACTOR SHALL PROVIDE 18-GAUGE SHEET METAL BACKING IN PARTITIONS FOR ALL ‘ RESILIENT FLOOR COVERINGS, CARPET, CARPET PAD, FLASH PATCH, CONCRETE FILL,
o UNTED ‘FIXTURES AND DEVICES UNLESS INDICATED OTHERWISE ON THE MEMBRANE(S) SHALL BE APPROPRIATED FOR EACH FINISH FLOORING APPLICATION AS PLYWOOD, ETC.
FUR FURRED/FURRING DRAWINGS SPECIFIED BY THE SPECIFIC FLOORING MANUFACTURER VIA THE ARCHITECT. A LICENSED
: INSTALLER SHALL BE UTILIZED FOR INSTALLATION/APPLICATION OF EACH SPECIFIC 13. &I—:Thé%ﬂllgNT ésl mgA?gCTE:gAgiELh}(E é}x’ﬂ”sEé’olE g?AgELSloa?u%mNRggu&%w$§séomT§L% -
GA GAUGE ; e MEMBRANE (AS APPLICABLE TO THE FINISH FLOORING PRODUCT) AND A WRITTEN
GC  GENERAL CONTRACTOR 10. AL FLOORS SHOULD BE LEVEL AND NOT VARY MORE THAN 1/4" IN 100 . THE WARRANTY SHALL BE PROVIDED DOCUMENTING STRICT CONFORMANCE TO THE SPECIFIED THE WORK IN ACCORDANCE WITH THE CONTRACT DRAWINGS.
6L GLASS/GLAZING CONTRACTOR SHALL NOTIFY ARCHITECT OF ANY CONDITIONS THAT DO NOT MEET THIS
GWB  CYPSUM WALL BOARD STANDARD AR AT R ey, | o1 \>URE AND UPHOLD ALL 14, RATED WALLS SHALL NOT BE PENETRATED UNLESS THE RATING IS MAINTAINED DESIGN JPC
' PERFORMANCE AND LIFE CYCLE GUARANTEES. - :
HC HOLLOW CORE DRAWN AN/CB
11.  ALL MATERIALS INDICATED TO MATCH EXISTING SHALL DO SO WITH RESPECT TO SIZE, 15. DISPOSAL: ALL DEBRIS REMOVED FROM THE SITE SHALL BE RECYCLED AS AS
e HooER SeE. COLOR, TEXTURE, PATTERN. QUALITY AND METHOD OF INSTALLATION INSOFAR | 33 CONCRETE SLAB ON GRADE REPAR — MINOR SCOPE (100 SQUARE FEET OR LESS) DRACTICAL ‘AND ALLOWED BY LAMW. - ECYCLED AS MUCH CHECKED AN
USE.
R HETAL AS PRACTICABLE AND SHALL BE APPROVED BY THE ARCHITECT BEFORE USE WHERE CONCRETE SLAB ON GRADE INFILL AND TRENCHING MUST OCCUR; CONDUCT THE NO. 13-0503
HORIZ ngsgonm 12.  ALL FIREPROOFING DISTURBED DURING CONSTRUCTION SHALL BE REPLACED TO MATCH APPROPRIATE UNDER SLAB INVESTIGATION (VIA SONO-GRAPH AND/OR X-RAY) TO
HT HEIGHT ORIGINAL FIRE PROTECTION LEVELS. (OBTAIN REQUIRED APPROVALS AND TESTING). LOCATE EXISTING UTILITIES OR OTHER OBSTRUCTIONS THAT SHOULD NOT BE DAMAGED.
IVAC  HEATING VENTILATING SAW CUT SLAB AT SUBJECT AREA(S) AND PULL BACK THE EXISTING VAPOR BARRIER (IF
AR CONDITIONING 13. THE FLOORS MAY BE OCCUPIED DURING CONSTRUCTION. THE CONTRACTOR SHALL PRESENT) AND PROTECT FOR FUTURE RE-INSTALLATION. EXECUTE THE NECESSARY
NSUL  INSULATION PROTECT ALL PERSONNEL, PASSERSBY OR VISITORS TO THE SITE FROM HARM AND UNDER SLAB WORK (INCLUDING EXCAVATION), BACKFILL AND RE—COMPACT THE SUBJECT
INJURY. BARRIERS SHALL BE INSTALLED AS REQUIRED TO PROTECT EQUIPMENT AREA WITH THE PREVIOUSLY HELD MATERIALS (IF THE EXCAVATED MATERIALS ARE NOT
JAN JANITOR INSTALLED DURING CONSTRUCTION. ~ CAREFULLY MAINTAIN AND PROTECT MONUMENTS, SUITABLE FOR RE—INSTALLATION, DISCARD AND PROVIDE NEW FREE DRAINING GRANULAR
JT JOINT BENCH MARKS AND THEIR REFERENCE POINT FROM BEING DESTROYED OR DISTURBED; MATERIAL). RE—COMPACT FILL SOIL TO AT LEAST 95% OF THE MAXIMUM DRY DENSITY
o KITCHEN REPLACE AS REQUIRED. (MDD) OBTAINED IN GENERAL ACCORDANCE WITH THE ASTM D 1557 TEST PROCEDURE.
o . CISTG o DAGED AS A FESIT GF WO CONE UIOR TS CONTACT S| HepITAL T EIST xS, A1 D Al T Ml 5
LAV LAVATORY BE REPAIRED TO ORIGINAL CONDITION AND FINISHED TO MATCH ADJACENT FINISHES, NEW INFILL 0 EXISTING CONCRETE SLAB WITH. 18 INCH LONG #4 REBAR AT 24 INCHES
L LEFT HAND SUBJECT TO ARCHITECT'S APPROVAL, AND AT NO ADDITIONAL COST TO OWNER. ALL
SEPLAGEMENT MATERIALS. RE ON CENTER EMBEDDED 8 INCHES INTO THE EXISTING CONCRETE SLAB WITH HILTI
QUIRED TO MATCH EXISTING MATERIALS SHALL DO SO WITH
MAX MAXIMUM RESPECT TO TYPE.  PATTERN. TEXTURE, SIZE. SHAPE, COLOR AND METHOD OF HY-150 ADHESIVE (OR SIMPSON SET ADHESIVE). REINFORCEMENT SHALL BE INSTALLED
MECH MECHANICAL ' ' . , . X
MTL METAL INSTALLATION  INSOFAR AS PRACTICABLE, AND SHALL BE APPROVED BY THE ARCHITECT PER ADHESIVE MANUFACTURER'S RECOMMENDATIONS. PROVIDE W2 X W2 X 6 X 6
R A G o 0 Lron e s v
o e NEOUS 15.  ALL EXISTING MECHANICAL AND ELECTRICAL EQUIPMENT AND SERVICES DISRUPTED OR SHALL BE CENTERED IN SLAB. THE CONCRETE SHALL HAVE A MINIMUM 28 DAY
MTD MOUNTED REMOVED DURING CONSTRUCTION SHALL BE RESTORED AND REPLACED UNLESS NOTED COMPRESSIVE STRENGTH OF 3000 PS| WITH A MAXIMUM WATER CEMENT RATION OF 0.58
MUL MULLION OTHERWISE.  FIRE/LIFE SAFETY SYSTEMS TO BE MAINTAINED DURING CONSTRUCTION. ag?STISREOTESETIEEA%DSIE’EE\Z:EIEIEVI;IT:BS\[}EACENT SURFACES. LET CURE AND PROVIDE
N NORTH ' N
16. INSTALLATION OF MECHANICAL, ELECTRICAL AND STRUCTURAL SYSTEMS WILL REQUIRE STATE OF WASHINGTON
NC N ST OPENING OF SOME EXISTING WALLS, CEILINGS OR FLOOR CAVITIES. THE CONTRACTOR IF SCOPE OF WORK INCLUDES STRUCTURAL ELEVATED SLABS CONSULT A STRUCTURAL
SHALL BE RESPONSIBLE FOR THE REPAIR OF THESE OPENINGS TO MATCH EXISTING, ENGINEER. REFER TO STRUCTURAL PLANS, IF APPLICABLE, FOR ADDITIONAL
OA OVERALL EXCEPT WHERE NOTED OTHERWISE. FILL ALL HOLES AND VOIDS IN FLOORS, WALLS AND SPECIFICATIONS AND REQUIREMENTS.
0c ON_CENTER CEILINGS WHICH RESULT FROM INSTALLATION OF WORK, AND REMOVAL OF EXISTING
o Pt MATERIALS AND EQUIPMENT REQUIRED BY THIS CONTRACT.  PATCHED AREAS SHALL 34. CLEAN, REPAR ANY EXISTING PERMETER BLINDS AS REQUIRED TO BE IN A FULLY
OPNG  OPENING MATCH THE MATERIALS, FINISHES, AND LEVELS ADJACENT, OR SHALL BE PUT IN THE FUNCTIONING & OPERATIONAL MANNER.
PROPER CONDITION TO RECEIVE THE FINISH INDICATED.
P—LAM  PLASTIC LAMINATE 35. COORDINATE WITH SUB—CONTRACTORS THE LOCATIONS OF ELECTRICAL AND VOICE/DATA 0
PNL PANEL 17.  OPENINGS REQUIRED FOR NEW WORK THAT PENETRATES EXISTING STRUCTURE SHALL BE OUTLETS, PLUMBING AND OTHER DEVICES WITH LAYOUT AND DESIGN OF CUSTOM 9.30.13 _ Progress Set
BTN PARTITION COORDINATED WITH OWNER PRIOR TO COMMENCING THE WORK. ANY OPENING OVER 2 CASEWORK. 10.09.13 ____Permit/ Bid Issue
IN DIAMETER SHALL BE REVIEWED AND APPROVED BY OWNER. THROUGH CONCRETE IN102213  ASI#1
RAD RADIUS SLABS OR WALLS, OR MASONRY WALLS, ALL ROUND HOLES SHALL BE CORE DRILLED 36. CASEWORK SHALL CONFORM TO AMW.l CURRENT STANDARDS. 22:
§$ gg}ﬂgg %QSEE WITH A DIAMOND DRILL AND ALL RECTANGULAR OPENINGS SHALL BE CUT WITH A /2\11.25.13 ASI #2
REF REFERENCE DIAMOND SAW. IN NO CASE SHALL ANY STRUCTURAL MEMBER BE CUT. USE 37. [EGRESS LIGHTING SHALL BE DESIGNED BY A LICENSED ELECTRICAL ENGINEER BASED ON A
REFR  REFRIGERATOR CARBIDETIPPED DRILLS FOR GYPSUM WALLBOARD PARTITIONS. KEEP OVERCUTTING TO FINAL FLOOR PLAN(S) AND THE MOST CURRENT (IN FORCE) ISSUE OF THE IBC, IEC 12.17.13 CD Issue
REINF  REINFORCING A MINIMUM. MAINTAIN CONTINUITY AND INTEGRITY OF FIRE SEPARATION AT ALL TIMES. AND LOCAL CODES/ORDINANCES. THE ENGINEER MAY USE THE ARCHITECTS EGRESS /A 12.20.13 ASI #3
Red R D GROUT AROUND CONDUITS PASSING THROUGH CONCRETE WALLS AND FLOORS AND MAPS (COMMON PATH OF TRAVEL/EXIT TRAVEL DISTANCE) AS STARTING POINT FOR A 010014 ASI#4
RH RIGHT HAND MASONRY WALLS. MAKE PATCHES WITH NEAT, TRIMMED EDGES; MATCH ADJACENT BASIS OF DESIGN. HOWEVER, IT SHALL REMAIN THE SOLE RESPONSIBILITY OF THE .09.
RM ROOM EXISTING WORK. ENGINEER TO COMPLETE A SCOPE OF WORK THAT ADDRESSES ALL EGRESS LIGHTING /6\ 01.29.14 ASI #5
RO ROUGH OPENING L.E.; ROOMS, SPECIALIZED SPACES, PATHWAYS, ETC. PER THE AFOREMENTIONED CODES. N ——
18. CONTRACTOR SHALL PROVIDE FLOOR LEVELING AS MAY BE REQUIRED AT SLIDING DOORS, FINAL EGRESS LIGHTING QUANTITIES AND LOCATIONS SHALL BE DETERMINED BY BUILDING £71\02.20.14 Permit Revision
S SOUTH RELITES WITHOUT BASE, CABINET WORK, AND OTHER LOCATIONS REQUIRING LEVEL AND FIRE INSPECTOR'S FIELD PLACEMENT DETERMINATION.
Ny SUBSTRATE. FEATHER CHANGES IN ELEVATION OVER SUFFICIENT AREA TO LIMIT
SECT  SECTION TRANSITION SLOPE TO 1/8" PER FOOT.
SHT SHEET
SIM SIMILAR 19. MATERIALS, ARTICLES, DEVICES AND PRODUCTS ARE SPECIFIED IN THE DOCUMENTS BY
R e TIoN LISTING ACCEPTABLE MANUFACTURERS OR PRODUCTS, BY REQUIRING COMPLIANCE WITH
oy STANLESS STEEL REFERENCED STANDARDS, OR BY PERFORMANCE SPECIFICATIONS. ~ FOR ITEMS
STL STEEL SPECIFIED BY NAME, SELECT ANY PRODUCT NAMED. FOR THOSE SPECIFIED BY
STOR  STORAGE REFERENCE STANDARDS OR BY PERFORMANCE SPECIFICATIONS SELECT ANY PRODUCT
STRUC  STRUCTURAL MEETING OR EXCEEDING SPECIFIED CRITERIA. FOR APPROVAL OF AN ITEM NOT
SUSP  SUSPENOED SPECIFIED, SUBMIT REQUIRED SUBMITTALS, PROVIDING COMPLETE BACK~UP INFORMATION
TEL TELEPHONE FOR PURPOSES OF EVALUATION. WHERE BUILDING STANDARD ITEMS ARE CALLED FOR,
TEMP  TEMPERED NO SUBSTITUTE WILL BE ACCEPTED.
TFTI TENANT FURNISHED
THK nggiNQ'gS'NSTALLED 20. CONTRACTOR SHALL PROVIDE FOR ALL WORK REQUIRED TO MAINTAIN COMPLIANCE WITH
THRESH THRES(HOLD) LOCAL FIRE CODE. PROVIDE FOR ALL REQUIRED SHOP DRAWINGS AND APPROVALS.
v TELEVISION CONTRACTOR IS RESPONSIBLE FOR PROVIDING FIRE ALARM SYSTEM AUDIBILITY.
TYP TYPICAL
21. MECHANICAL AND ELECTRICAL FIXTURES, OUTLETS, ETC., WHEN SHOWN ON THE :
UNEIN N D TED OTHERWISE ARCHITECTURAL DRAWINGS, ARE FOR LOCATION INFORMATION ONLY. MECHANICAL AND Symbol Legend. General NOteS &
ELECTRICAL TO BE DESIGNED BY OTHERS. ALL CIRCUITING COORDINATION TO BE BY S b |
vCT VINYL COMPOSITION TILE OTHERS. 2306 | ROOM NUMBER REFERENCE a ym 0 S
VEN VENEER G103 DETAIL REFERENCE BUBBLE
VERT VERTICAL 22.  CONTRACTOR IS TO PROVIDE DRAWINGS FOR ARCHITECT'S APPROVAL SHOWING LOCATIONS
VESTI  VERTULE OF ALL HVAC THERMOSTATS, GRILLES AND DIFFUSERS, FIRE AND SMOKE DETECTION DOOR NUMBER REFERENCE.
WG VINYL WALL COVERING DEVICES INCLUDING SPRINKLERS, SMOKE DETECTORS, FIRE EXTINGUISHERS AND HOSE A REVISION REFERENGE /Z,\\ 0B NORTH
CABINETS, PLUMBING AND PLUMBING EQUIPMENT. ‘ b
V,/ Vvﬁﬂ/‘” . REFERENCE KEY
23.  ANY CHANGE IN LIGHT FIXTURE PLACEMENT DUE TO INTERFERENCE OF MECHANICAL OR I O 1
WO m‘%ﬁ%m STRUCTURAL COMPONENTS MUST BE APPROVED BY THE ARCHITECT. INTERIOR ELEVATION SYMBOL ©® (REFER TO SHEET/KEY NOTES) V.
wr WEIGHT
24. AL PERMITS INCLUDING FIRE, MECHANICAL, AND ELECTRICAL TO BE FILED SEPARATELY.

© 2013, JPC Architects, PLLC
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| | | | | | i | e A o o i 1 o Fommm oo 1 4100 Carillon Pt.
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‘ . Py ' gE e e ROOM DRAWN AN/CB
Q0] s LYQ Ooa CHECKED AN
Pl ——— NO, 13'0503
______ S S ! ® : 843 USF
| | | H T 1 o D
| | | 1 ] 5'14" &
| l | | -+ . CONFERENCE
| | | | | IIHHI
| | | | | |
l | | | | i l I BIRIBIE
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______ SATELLITE! ! ! l _ [ N E— — ! ! ' |
o | | - 1 5| | S
| | | L |
325 A R | ! | ey ! ! L FR | L
| 1 | | | al } ‘l | | | | 09.30.13 Progress Set
| | | e e 1B bt : | | | 10.09.13 _ Permit/ Bid Issue
; l‘ | | | | 2] | | ‘ | ‘ /N\10.2213 __ ASI#1
| | | | | | g 22,
K Lo b ; | | | S | | | | | i P /A\112513 __ ASI#2
s | | 1 | 2\ 11.25.
| | | [ I g |
L I S R RS S — - | A12_17_13 CD Issue
‘_] |
lf——}— | /\122013  ASI#3
g : : : ; ﬂ , : : : : : /\01.09.14 __ ASI#4
g /012914 ASI#5
o \ = /\02.2014 ___Permit Revision
g, v Scale: 1/8"=1'-0"
: . General Notes: Code Notes: Legend:
a oz
= g 5. TOTAL 'B' OCCUPANT LOAD = 177 OCCUPANTS. 1. TOTAL USABLE AREA IN 'B": 17,604 USF
1 Gt UG S ok DESTED 9 4 LODSED SO 15 Sl T WAL WO TS ~ B WAz ) 9 U o L oA W s ok 0 .
iy (N FORCE) ISSUE OF THE IBC, IEC AND LOCAL CODES/ORDINANCES (1) STALL IS REQUIRED PER 25 OCCUPANTS FOR THE FIRST 50 . . .
<% : : OCCUPANTS, (1) PER 50 FOR THE REMAINDER EXCEEDING 50 (PER SEX). 2N 'B": 17,604 SF/100 = 177 OCCUPANTS COMMON PATH OF EGRESS TRAVEL" IS LESS THAN 100'-0" AS
E g THE ENGINEER MAY USE THE ARCHITECTS EXIT DIAGRAM AS STARTING B 1/, ALLOWED FOR SPRINKLERED BUILDINGS WITH QUICK RESPONSE
= POINT FOR A BASIS OF DESIGN. HOWEVER, IT SHALL REMAIN THE , IN 'A-3": 843 SF/15 = 57 OCCUPANTS:
g SOLE RESPONSIBILITY OF THE ENGINEER TO COMPLETE A SCOPE OF TOTAL 'A-3' OCCUPANT LOAD = 57 O CUPANTS. ASSUME EQUAL PARTS 234/2 = 117 PER EXIT. HEADS, PER 2012 IBC 1014.3, EXCEPTION #1.
g WORK THAT ADDRESSES ALL EGRESS LIGHTING I.E.; ROOMS, SPECIAL MALE AND FEMALE = 29 MALE AND 29 FEMALE.
S a SPACES, PATHWAYS, ETC. PER THE AFOREMENTIONED CODES. FINAL E1g STALL IS REQlleED PE'; 1§5F2AkE-S 3. EGRESS EXIT WIDTH: PER IBC SECTION 1005.3.2:
g5 EGRESS LIGHTING QUANTITIES AND LOCATIONS SHALL BE DETERMINED 1) STALL IS REQUIRED PER 65 FEMALES. 234 X 0.2 = 46.8” MINIMUM EXIT WIDTH .
55 BY BUILDING AND FIRE INSPECTOR’S FIELD PLACEMENT DETERMINATION EX't Plan and COdeS
i (4) STALLS ARE REQUIRED FOR MALES AND (4)STALLS + (2)URINALS ARE 4 IN'B' AREA, MINIMUM (2) EXITS REQUIRED PER IBC 1015 & ‘-..____
S 4 9. EGRESS LIGHTS METHODOLOGIES AND MATERIALS (MANUF. TYPE/STYLE) PROVIDED. 1021, (2) EXITS HAVE BEEN PROVIDED. "TOTAL EXIT ACCESS TRAVEL DISTANCE” IS LESS THAN 300'-0" Summary - 3rd FlOOI'
i e SHALL BE APPROVED BY THE ARCHITECT AND/OR BUILDING OWNER (4) STALLS ARE REQUIRED FOR FEMALES AND (5) STALLS ARE PROVIDED. IN 'A-3' AREA, MINIMUM (2) EXITS REQUIRED PER IBC 1015, (2) AS ALLOWED FOR SPRINKLERED BUILDINGS WITH QUICK
- PRIOR TO COMPLETION OF BUDGETING, PERMIT SUBMITTALS AND/OR . EXITS HAVE BEEN PROVIDED. RESPONSE HEADS.
CONSTRUCTION. 6. IN ‘B’ (1) LAVATORY IS REQUIRED PER 40 OCCUPANTS FOR THE FIRST |
z 80 OCCUPANTS, (1) PER 80 FOR THE REMAINDER EXCEEDING 80. 5. ALL CONFERENCE ROOMS UNDER 50 OCCUPANTS (OR 750 SF) TO
2 3. REFER TO IBC 2012 CHAPTER 29 TABLE 2902.1 FOR PLUMBING IN 'A-3, (1) LAVATORY IS REQUIRED PER 200 OCCUPANTS. BE CONSIDERED B’ OCCUPANCY PER IBC 303.1.
5 =« FIXTURE CALCULATIONS, MINIMUM FIXTURES REQUIRED. (3) LAVATORIES ARE REQUIRED (PER SEX) AND (3) ARE PROVIDED (PER DENOTES NUMBER OF OCCUPANTS
8§ SEX).
£ % 4 (1) SERVICE SINK IS REQUIRED UNLESS OCCUPANT LOAD IS 15 OR ) I-CS . 3
g g FEWER. 7. IN '8, (1) DRINKING FOUNTAIN IS REQUIRED PER 100 OCCUPANTS. IN
5 é 'A-3 (1) DRINKING FOUNTAIN IS REQUIRED PER 1000 OCCUPANTS. (2)
g3 DRINKING FOUNTAINS ARE REQUIRED. © 2013, 4P Archeos, PLLC
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v Scale: 1/8"=1'-0"
General Notes: Code Notes: Legend:
5. TOTAL 'B' OCCUPANT LOAD = 168 OCCUPANTS. 1. TOTAL USABLE ARFA IN 'B": 16,773 USF
1. EGRESS LIGHTING SHALL BE DESIGNED BY A LICENSED ELECTRICAL ASSUME EQUAL PARTS MALE AND FEMALE = B4 MALE AND 84 FEMALE. TOTAL USADLE AREA IN ‘A3 1674 USF
ENGINEER BASED ON FINAL FLOOR PLAN(S) AND THE MOST CURRENT ———
(IN FORCE) ISSUE OF THE IBC, IEC AND LOCAL CODES/ORDINANCES. 8303;%73'3 ?E"ng%op'é%Rﬁﬁﬁ”ﬁﬁﬂ&?@xc@éﬂgsgosopm SEX) ", _ "COMMON PATH OF EGRESS TRAVEL® IS LESS THAN 100'—0"
THE ENGINEER MAY USE THE ARCHITECTS EXIT DIAGRAM AS STARTING (1) ( K :: ,E~3] 6.173452{: ‘/‘3‘; = ‘1?2 g‘égﬂiﬁmg A5 ALLOWED FOR SPRINKLERED BUILDINGS WITH QUICK
POINT FOR A BASIS OF DESIGN. HOWEVER, IT SHALL REMAIN THE L —3 1, = :
SOLE RESPONSIBILITY OF THE ENGINEER TO COMPLETE A SCOPE OF TOTAL 'A—3" OCCUPANT LOAD = 112 IOCCUPANTS. ASSUME EQUAL PARTS 280/2 = 140 PER EXIT. RESPONSE HEADS, PER 2012 IBC 1014.3, EXCEPTION #1.
WORK THAT ADDRESSES ALL EGRESS LIGHTING LE.; ROOMS, SPECIAL MALE AND FEMALE = 56 MALE AND 56 FEMALE.
SPACES, PATHWAYS, ETC. PER THE AFOREMENTIONED CODES. FINAL 8 STALL IS REQUIRED PER 125 MALES. 3. EGRESS EXIT WIDTH: PER IBC SECTION 1005.3.2:
EGRESS LIGHTING QUANTITIES AND LOCATIONS SHALL BE DETERMINED 1) STALL IS REQUIRED PER 65 FEMALES. 280 X 0.2 = 56" MINIMUM EXIT WIDTH .
BY BUILDING AND FIRE INSPECTOR'S FIELD PLACEMENT DETERMINATION Exit Plan and Codes
(4) STALLS ARE REQUIRED FOR MALES AND (4)STALLS + (2)URINALS ARE | 4.  IN 'B' AREA, MINIMUM (2) EXITS REQUIRED PER IBC 1015 & e—————
2. EGRESS LIGHTS METHODOLOGIES AND MATERIALS (MANUF. TYPE/STYLE) PROVIDED. 1021, (2) EXITS HAVE BEEN PROVIDED. "IOTAL EXIT ACCESS TRAVEL DISTANCE” IS LESS THAN 300'-0" Summary - 4th F|00r
SHALL BE APPROVED BY THE ARCHITECT AND/OR BUILDING OWNER (4) STALLS ARE REQUIRED FOR FEMALES AND (5) STALLS ARE PROVIDED. IN ’A-3' AREA, MINIMUM (2) EXITS REQUIRED PER IBC 1015, (2) AS ALLOWED FOR SPRINKLERED BUILDINGS WITH QUICK
PRIOR TO COMPLETION OF BUDGETING, PERMIT SUBMITTALS AND/OR . EXITS HAVE BEEN PROVIDED. RESPONSE HEADS.
CONSTRUCTION. 6. IN 'B, (1) LAVATORY IS REQUIRED PER 40 OCCUPANTS FOR THE FIRST
80 OCCUPANTS, (1) PER 80 FOR THE REMAINDER EXCEEDING 80. 5.  ALL CONFERENCE ROOMS UNDER 50 OCCUPANTS (OR 750 SF) TO
3. REFER TO IBC 2012 CHAPTER 29 TABLE 2902.1 FOR PLUMBING IN "A=3,’ (1) LAVATORY IS REQUIRED |PER 200 OCCUPANTS. BE CONSIDERED 'B' OCCUPANCY PER IBC 303.1.
FIXTURE CALCULATIONS, MINIMUM FIXTURES REQUIRED. (3) LAVATORIES ARE REQUIRED (PER SEX) AND (3) ARE PROVIDED (PER DENOTES NUMBER OF OCCUPANTS
SEX).
4. (1) SERVICE SINK IS REQUIRED UNLESS OCCUPANT LOAD IS 15 OR ) I'CS .4
FEWER. 7. IN 'B, (1) DRINKING FOUNTAIN IS REQUIRED PER 100 OCCUPANTS. IN
'A-3," (1) DRINKING FOUNTAIN IS REQUIRED PER 1000 OCCUPANTS. (2)
DRINKING FOUNTAINS ARE REQUIRED. © 213,97 Archiocs PLLG




Demolition Plan Key Notes:

@ EXISTING FINISH FLOORING TO BE DEMOLISHED THROUGHOUT SCOPE
OF PROJECT, UNLESS NOTED OTHERWISE. DIRECT GLUE BROADLOOM
' # R CARPET TO BE REMOVED FROM UNDER EXISTING FURNITURE WHICH
WILL NOT BE MOVED. PATCH AND REPAIR AFFECTED SUBSTRATE AS
RQD. FOR INSTALLATION OF NEW FLOORING AND BASE MATERIALS.

po——1 INCH—{

@ DEMOLISH ELECTRICAL, LOW VOLTAGE AND LIFE SAFETY

EQUIPMENT/DEVICES (INCLUDING LOW VOLTAGE CABLING) AS
REQUIRED DUE TO DEMOLITION. AT LOCATIONS WHERE ELECTRICAL IS

i : : 2 TO BE REMOVED, TERMINATE WIRING- AT CLOSEST JUNCTION BOX OR
DEMOLISH WIRING BACK TO PANEL.
@ REMOVE AND SALVAGE EXISTING DOORS, FRAMES, RELITES AND

HARDWARE FOR REUSE AND REINSTALLATION WHERE PRACTICAL.
REFER TO FLOOR PLAN FOR ADDITIONAL INFORMATION.

D L
ack SZQ____:_ —=3] @ PROTECT EXISTING (TO REMAIN) MILLWORK DURING SCOPE OF

;,:?so~ D ‘\= DEMOLITION. RECONDITION EXISTING CABINETRY, INCLUDING BUT NOT
D “ LIMITED TO ADJUSTMENT OF HINGES, SUPPLEMENT MISSING AND/OR

F 7 3 % DAMAGED COMPONENTS (SHELVES, DRAWERS, HARDWARE ETC.),
. REPAIR FACIAL/STRUCTURAL DAMAGE, RE—ADHERE LAMINATE AND

CLEAN TO A "LIKE NEW" CONDITION.

@ DEMOLISH AND DISPOSE OF EXISTING PLUMBING/FIXTURES.
TERMINATE AND CAP ALL EXISTING SUPPLY/WASTE LINES BEHIND

WALL AND/OR FLOOR. PATCH AND REPAIR AFFECTED AREAS,
INCLUDING BUT NOT LIMITED TO WALLS, FLOORS AND CEILINGS AS
REQUIRED MATCHING EXISTING FINISH MATERIALS, UNO.

@ NOT USED.

PV Ve e VI e Y Y VR VY VR Y Y ai a a
(8) EXPOSE-EXISTING—COLUMNS IN-OPEN-OFFICE-AREAS{ENELOSED
ROOMS—TO—REMAIN-WRAPPED)—REFER—TFO-FLOORPHAN:

KEEP EXISTING COLUMNS FINISHED/WRAPPED AS-—IS
@ REMOVE—AND—SAEVAGE DEMOLISH ALL EXISTING WHITE BOARDS. FOR

JPC ARCHITECTS

Bellevue, WA 98004

9

REMOVE EXISTING B/S CARD READERS AND RETURN TO BUILDING H H
- STOCK. REFER TO FLOOR PLAN FOR NEW CARD READER LOCATIONS. Canllon POInt 84000
AT ANY LOCATIONS WHERE AN EXISTING CARD READER IS GETTING Floors 3 & 4

REPLACED WITH A NEW DEVICE IN SAME LOCATION, COORDINATE ANY .
RE-USE OF WALL OPENING, WIRING, ETC. AS APPLICABLE FOR NEW 4100 Carillon Pt.

; DEVICE Kirkland, WA 98033

REMOVE-DXSHNG—RECESSED—FE—CABINET-ANB—REINSTALEATNEW
HOEATON:

i

)

6_
_%'6

EXISTING FLOORING TO REMAIN AT THIS LOCATION. 3

14 EXISTING FINISHED FLOORING AND WALL TILE TO BE DEMOLISHED IN
EXISTING RESTROOMS. PATCH AND REPAIR AFFECTED SUBSTRATE AS

RQD FOR INSTALLATION OF NEW FLOOR AND WALL TILES. DESIGN

JP
EXISTING TOILET PARTITIONS TO BE REUSED. REPAIR AND REALIGN ©
-
16

fr
-
It
“
by

PARTITIONS AND REPLACE ANY DAMAGED HARDWARE. APPLY DRAWN AN/CB
ELECTROSTATIC PAINT—P3. CHECKED AN

EXISTING COUNTERTOS & TOILET ACCESSORIES TO REMAIN. NO. 13-0503

Y- Y

DEMOLISH EXISTING COUNTERTOP A :
COPY/PRINT 300 & 308 AND REPLACE WITH NEW PLAM (PL1) -
£l REFER TO FINISH PLAN FOR ADDITIONAL INFORMATION.

W\/\/\/\/\/\/\/\_/\/\/\/\_M’\-/\/\_

_
It
} _ A
| ' / ’ n ]
| .| E— &i 'r l Demolition Notes:
|

>

=20 1. OBTAIN DEMOLITION PERMITS AND INCLUDE ALL COSTS OF SAME IN
I CONTRACT PRICE.

. 2. FURNISH ALL LABOR AND MATERIALS/EQUIPMENT TO COMPLETE
. DEMOLITION AND REMOVAL OF ALL ITEMS AS INDICATED.

@ 8 8 2 3. CONTRACTOR SHALL KEEP CONSTRUCTION AREA FREE OF DUST

| 5 s
\ / \ ! I \ AND DEBRIS FOR THE DURATION OF CONSTRUCTION.
— — —

IF ANY QUESTIONS ARISE AS TO THE REMOVAL OF ANY MATERIAL, 6283 | REGISTERED
CLARIFY THE POINT IN QUESTION WITH THE ARCHITECT BEFORE ARCHITECT
PROCEEDING.

AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION

AREA(S) SHALL BE LEFT IN "BROOM CLEAN" CONDITION. ALL
DEBRIS AND MISCELLANEOUS MATERIAL SHALL BE REMOVED.

LOWE P S
STATE OF WASHINGTON

ALL DEBRIS REMOVAL SHALL BE PERFORMED IN ACCORDANCE WITH

==
.,+441€6 [
: i
s '%}@"
|
.,+44,T,Gw
|
|
L
_ s
N
— N

TYP. BUILDING MANAGEMENT REQUIREMENTS AND PROCEDURES.
THROUGHOUT
SCOPE AS DIRECTED BY BUILDING MANAGEMENT, ALL DOORS, FRAMES,
HARDWARE, MECHANICAL [TEMS, PLUMBING FIXTURES, LIGHT
FIXTURES (INCLUDING DOWNLIGHTS AND FLUORESCENTS), AND 09.30.13 Progress Set
SPECIAL EQUIPMENT SHOWN TO BE REMOVED, SHALL BE CLEAN —
AND FREE OF DEFECTS, PROTECTED, SAVED AND REUSED AS 10.09.13 Permit / Bid Issue
DIRECTED HEREIN, OR RETURNED TO BUILDING STOCK. /N\1022.13 ASI #1
IN PARTITIONS TO BE REMOVED, REMOVE AND CAP ALL OUTLETS, /2\11.25.13 ASI #2
SWITCHES, WIRES, THERMOSTATS, ETC., TO THEIR SOURCE. /AN 121713 CD Issue
R : i : 3 e v : 9.  CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND/OR /N 12.20.13 ASI #3
\\ REPAIRING ANY DAMAGE CAUSED BY HIM OR HIS SUBCONTRACTORS /A\01.09.14 AS| #4
TO EXISTING CONSTRUCTION IN ELEVATOR LOBBY, PUBLIC —
CORRIDORS, RESTROOMS OR TENANT SPACES. REFINISH TO MATCH /6\01.29.14 ASI #5
- . | EXISTING ADJACENT FINISH, OR AS NOTED HEREIN. N\02.20.14 bermit Revision
e ; : ; ; : : : : : : : : : 2 " : 2 10. NO EXISTING SMOKE DETECTOR, PUBLIC ADDRESS SPEAKER, FIRE

WIRING SHALL BE DAMAGED DURING DEMOLITION AND SUBSEQUENT

l ALARM BOX OR SIMILAR DEVICE, INCLUDING THE ASSOCIATED
CONSTRUCTION. RELOCATION OF SMOKE DETECTORS, PUBLIC

\ _/ iti - ADDRESS SPEAKERS AND FIRE ALARM EQUIPMENT, NECESSITATED
Dem0||t|0n Plan 3rd Floor BY NEW CONSTRUCTION, SHALL BE ACCOMPLISHED AS A FIRST
Scale: 1/8"=1'-0" PRIORITY, AND PER THE PLANS. NO ACTIVE SMOKE DETECTOR

SHALL BE COVERED OR OTHERWISE REMOVED OR USED FOR

z
7
K
g s
S 3 OTHER THAN IT'S INTENDED PURPOSE.
i 0 2 Partition Legend: Symbols Legend: 11.  REMOVAL OF ANY EQUIPMENT, CABLING SWITCHES, AND CONDUIT

1 PERTAINING TO DATA/COMMUNICATIONS AND TELEPHONE SHALL BE
. £ EXISTING F’ART'T'OI/CONSTRUCT'ON TO REMAIN F.EC. BUILDING STANDARD FIRE EXTINGUISHER CABINET VERIFIED WITH TELEPHONE COMPANIES AND TENANT.
z = == = | E REMOVED
g EXISTING PARTITION 10 B =6 DUPLEX RECEPTACLE 12.  REMOVE ALL EXISTING MATERIALS WHICH WOULD CAUSE RISES OR
z DEPRESSIONS IN NEW FLOORING SURFACE, SUCH AS FASTENERS,
g g 2?'EGTPELDEXD‘;EEEE’;TigEEPTACLE OUTLET CORES, COVER PLATES, RESILIENT FLOOR COVERINGS,
g5 CARPET, CARPET PAD, FLASH PATCH, CONCRETE FILL, PLYWOOD, .y
15 =4 FOURPLEX RECEPTACLE ETC. Demolition Plan - 3rd
2% —¢) DEDICATED FOURPLEX RECEPTACLE
g 3 13.  DEMOLITION IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN ON Floor
52 @® CORE DRILL DRAWINGS. THE INTENT IS TO INDICATE THE GENERAL SCOPE OF
£ @ J-BOX FOR TENANT PROVIDED SYSTEMS FURNITURE. DEMOLITION REQUIRED TO COMPLETE THE WORK IN ACCORDANCE

. < VOICE/DATA RECEPTACLE. CONTRACTOR TO PROVIDE MUD RING AND - WITH THE CONTRACT DRAWINGS.

2 PULL STRING 14. RATED WALLS SHALL NOT BE PENETRATED UNLESS THE RATING IS
. PROXIMITY CARD READER MAINTAINED.
52 &~ WALL TAG
5 15. DISPOSAL: ALL DEBRIS REMOVED FROM THE SITE SHALL BE -
5 S NO DESIGNATION = EXISTING RECYCLED AS MUCH AS PRACTICAL AND ALLOWED BY LAW. .
5 g D = DEMOLISH
. £
g i © 2013, JPC Architects, PLLC
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Demolition Plan Key Notes:

n n i i ] ] ] " " " ] ] i ] (1) EXSTING FINISH FLOORING TO BE DEMOLISHED THROUGHOUT SCOPE

: d d : d : ” d d i “ g : d d : d . : d OF PROJECT, UNLESS NOTED OTHERWISE. DIRECT GLUE BROADLOOM

+ . ' CARPET TO BE REMOVED FROM UNDER EXISTING FURNITURE WHICH
WILL NOT BE MOVED. PATCH AND REPAIR AFFECTED SUBSTRATE AS
RQD. FOR INSTALLATION OF NEW FLOORING AND BASE MATERIALS.

@ DEMOLISH ELECTRICAL, LOW VOLTAGE AND LIFE SAFETY
EQUIPMENT/DEVICES (INCLUDING LOW VOLTAGE CABLING) AS
REQUIRED DUE TO DEMOLITION. AT LOCATIONS WHERE ELECTRICAL IS
TO BE REMOVED, TERMINATE WIRING AT CLOSEST JUNCTION BOX OR
DEMOLISH WIRING BACK TO PANEL.

f———1 INCH—]

@ REMOVE AND SALVAGE EXISTING DOORS, FRAMES, RELITES AND
HARDWARE FOR REUSE AND REINSTALLATION WHERE PRACTICAL.
REFER TO FLOOR PLAN FOR ADDITIONAL INFORMATION.

@ REMOVE AND SALVAGE EXISTING DISHWASHER FOR REINSTALLATION
ON FLOOR 3 SATELLITE COFFEE #325.

@ PROTECT EXISTING (TO REMAIN) MILLWORK DURING SCOPE OF
DEMOLITION. RECONDITION EXISTING CABINETRY, INCLUDING BUT NOT
LIMITED TO ADJUSTMENT OF HINGES, SUPPLEMENT MISSING AND/OR
DAMAGED COMPONENTS (SHELVES, DRAWERS, HARDWARE ETC.),
REPAIR FACIAL/STRUCTURAL DAMAGE, RE—ADHERE LAMINATE AND
CLEAN TO A "LIKE NEW" CONDITION.

@ DEMOLISH EXISTING PLUMBING. SALVAGE SINK, FAUCET & DISPOSAL
FOR INSTALLATION ON FLOOR 3 SATELLITE COFFEE #325. TERMINATE

AND CAP ALL EXISTING SUPPLY/WASTE LINES BEHIND WALL AND/OR
FLOOR. PATCH AND REPAIR AFFECTED AREAS, INCLUDING BUT NOT
LIMITED TO WALLS, FLOORS AND CEILINGS AS REQUIRED MATCHING
EXISTING FINISH MATERIALS, UNO.

AP~~~ T

E*IDGSE—%}NG—GGEHMNS-%.{—-GPEN—GFHGHRE%S—(EN&GSEB

JPC ARCHITECTS

Bellevue, WA 98004

KEEP EXISTING COLUMNS FINISHED/WRAPPED AS-IS

. \ @ REMOVE AND SALVAGE EXISTING WHITE BOARDS FOR REINSTALLATION.

COORDINAT NEWILCCATl L‘Ts WITH TENANT. ANY DAMAGED WHITE CarI||On Point B4000

REMOVE EXISTING B/S CARD READERS AND RETURN TO BUILDING Floors 3 & 4
STOCK. REFER TO FLOOR PLAN FOR NEW CARD READER LOCATIONS. 100 Carill =)
AT ANY LOCATIONS WHERE AN EXISTING CARD READER IS GETTING 4 arillon Pt.

REPLACED WITH A NEW DEVICE IN SAME LOCATION, COORDINATE ANY i
RE-USE OF WALL OPENING, WIRING, ETC. AS APPLICABLE FOR NEW Klrkland’ WA 98033

DEVICE.

@ REMOVE AND SALVAGE EXISTING SEMI-RECESSED PAPER-TOWEL &
WASTE RECEPTACLE FOR REINSTALLATION. REFER TO ELEVATION

7&8/1-8.1 FOR NEW LOCATIONS.
REMOVEEXMSTING—RECESSED—FE—CABINET-ANDREINSTALE-AT-NEW
@ HOCAHON:

D
F========5= T == (3 REMOVE EXISTING GLASS PANELS AND PREP TO ENCLOSE - SEE DESIGN JPC
i D\ 1 LOOR PLAN [TIONAL INFORMATION. DRAWN AN/CB
-1
I ~ { EXISTING FLOORING TO REMAIN IN THIS LOCATION. CHECKED AN

@ EXISTING FINISHED FLOORING AND WALL TILE TO BE DEMOLISHED IN NO. 13-0503
EXISTING RESTROOMS. PATCH AND REPAIR AFFECTED SUBSTRATE AS
B 8 RQD FOR INSTALLATION OF NEW FLOOR AND WALL TILES.

EXISTING TOILET PARTITIONS TO BE REUSED. REPAIR AND REALIGN
PARTITIONS AND REPLACE ANY DAMAGED HARDWARE. APPLY
ELECTROSTATIC PAINT-P3.

A EXISTING COUNTERTOPS & TOILET ACCESSORIES TO REMAIN.

DEMOUIS ISTING MIRRQRS

) i 48) EXISTING SOLID SURFACE BAR HEIGHT COUNTERS IN BREAK 427 TO
BE REPLACED ~ REFER TO SHEET I1-6.4 FOR ADDITIONAL

Q 0100~
:

i
p
N
—

ke

= ———d

INFORMATION.

- REMOVE EXISTING RESIN PANELS FROM FRONT OF RECEPTION DESK.
. RETAIN STAND-OFF HARDWARE FOR RE—USE WITH NEW PANELS.
REFER TO FINISH PLAN FOR ADDITIONAL INFORMATION.

REMOVE EXISTING WOOD WALL BASE IN BREAK 427 AND PREP FOR
NEW RUBBER WALL BASE. REFER TO FINISH PLAN FOR ADDITIONAL

INFORMATION. 6283 REGISTERED
@ DEMOLISH EXISTING UPHOLSTERED BENCH-SEAT & —BACK. PROTECT ARCHIT
TYP. EXISTING MILLWORK DURING SCOPE OF DEMOLITION/CONSTRUCTION.
THROUGHOUT ® PREP FOR NEW UPHOLSTERED SEAT & BACK. REFER TO FINISH

SCOPE

PLAN FOR ADDITIONAL INFORMATION.

@ DEMOLISH PORTION OF EXISTING CASEWORK TO REMAIN DUE TO
NEW PARTITION LOCATION. PATCH & REPAIR EXISTING CASEWORK.

Cl PATTE!
STATE OF WASHINGTON

09.30.13 Progress Set

10.09.13 Permit / Bid Issue
/\102213  ASI#1
/A\112513  ASI#2
A12.17.13 CD Issue
/A\12.2013  ASI#3
/A\01.09.14  ASI#4

. . | /0\01.29.14  ASI#5
. G : a u ; ; ; ; : /N\02.20.14

Permit Revision

Demolition Plan - 4th Floor

Scale: 1/8"=1'-0"

Partition Legend: Symbols Legend:

EXISTING PARTITION/CONSTRUCTION TO REMAIN
EXISTING PARTITION TO BE REMOQVED

X'Ref: _\ATB.dwg,

-n
Isal
(]

L0048000 [

- BUILDING STANDARD FIRE EXTINGUISHER CABINET

DUPLEX RECEPTACLE
DEDICATED DUPLEX RECEPTACLE
GFI DUPLEX RECEPTACLE

FOURPLEX RECEPTACLE Demolition Plan - 4th

DEDICATED FOURPLEX RECEPTACLE

CORE DRILL Floor

J—BOX FOR TENANT PROVIDED SYSTEMS FURNITURE.

VOICE/DATA RECEPTACLE. CONTRACTOR TO PROVIDE MUD RING AND
PULL STRING

PROXIMITY CARD READER

&~ WALL TAG |_1 .4

NO DESIGNATION = EXISTING
D DEMOLISH

Dwg: 1:\2013\13-0503\DWG\WIP\MASTER\I- 1.4 DEMOLITION PLAN ~ 4TH FLOOR.DWG

Pen Table: JPC STD.CTB

o

Date/Time: 2/19/2014 4:18 PM

e
Author: CHRISTINE BENDA

© 2013, JPC Architects, PLLC
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Key Notes:

@ CISCO VTC SYSTEM/TELE—PRESENCE ROOMS IN CONFERENCE #318,
#320 & TRAINING-ROOM—#363: PROVIDE CORE DRILLS FOR POWER,
VOICE, DATA & AV UNDER TABLE WITH PATHWAY (1-1/2" CONDUIT)
BETWEEN TABLE & MONITOR WALL. POKE-THROUGH DEVICE TO BE
FLUSH-FLOOR WITH OUTLETS FOR ELECTRICAL AND V/D & AV JACKS,
WIREMOLD 6AT FLUSH-FLOOR BOX OR APPROVED EQUAL. VERIFY
EXACT PLACEMENT & SIZES WITH AV CONSULTANT AND TENANT PRIOR
TO DRILLING. REUSE EXISTING WHERE PRACTICAL.

@ CONTRACTOR TO PROVIDE AND INSTALL (12) NEW WHITE BOARDS WITH
PEN TRAY TO MATCH EXISTING. LOCATIONS TBD. ALL EXISTING WHITE
BOARDS TO REMAIN.

@ EXTEND EXISTING BUTT—GLAZED GLASS PANEL TO DOOR LOCATION AT
CONFERENCE #318 & #320 — MATCH ADJACENT GLASS THICKNESS.

@ TOUCH-UP ALL EXISTING CORE DOORS TO PROVIDE A LIKE—NEW
APPEARANCE.

@ PROVIDE WATER LINE FOR (2)COFFEE MAKERS, (1)ESPRESSO MAKER &
REFRIGERATOR.

@ PROVIDE BACKING, POWER, DATA & AV IN WALL FOR FLAT—PANEL

DISPLAY. PROVIDE OUTLETS AT STANDARD-HEIGHT IN WALL BELOW,
AND CORE DRILL FOR DATA & AV PATHWAY IN WALL BELOW. PROVIDE
PATHWAY CONDUIT (1-1/2") BETWEEN DISPLAY AND UNDER TABLE
OUTLET. POKE-THROUGH DEVICE TO BE FLUSH FLOOR WITH OUTLETS
FOR ELECTRICAL AND V/D & AV JACKS, WIREMOLD 6AT FLUSH FLOOR
BOX OR APPROVED EQUAL (IF SHOWN). VERIFY EXACT PLACEMENT &
SIZES WITH AV CONSULTANT AND COORDINATE WITH TENANT'S
FURNITURE PRIOR TO DRILLING. REUSE EXISTING WHERE PRACTICAL.

@ PROVIDE CORE DRILLS FOR POWER, VOICE, DATA & AV UNDER TABLE
WITH PATHWAY (1-1/2" CONDUIT) BETWEEN TABLE AND CLG-MTD
PROJECTOR. POKE-THROUGH DEVICE TO BE FLUSH-FLOOR WITH
OUTLETS FOR ELECTRICAL AND V/D & AV JACKS, WIREMOLD 6AT
FLUSH-FLOOR BOX OR APPROVED EQUAL. VERIFY EXACT PLACEMENT
& MONUMENT FOR COORDINATION WITH TENANT'S FURNITURE PRIOR
TO DRILLING. REUSE EXISTING WHERE PRACTICAL.

PHONE ROOMS REQUIRE (2) DATA OUTLETS AND (1) 120V DUPLEX -

| ; B s e T e s I i B i R

JPC ARCHITECTS

Bellevue, WA 98004

OFFICE SATELLITE
COPY/PRINT +4fprj
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CONTRACTOR TO VERIFY EXISTING IN FIELD AND INSTALL NEW AS -

OFFICE | T REQUIRED. Carillon Point B4000

i [305] | = e EXISTING GRID—HEIGHT PARTITIONS IN IDF ROOM #334 TO BE
IDF | STORAGE r T N - e (@ EXTENDED TO STRUCTURE. MECHANICAL RETURNS ARE TO BE Floors 3 & 4

. : ' : | | | | | |
- ) . r | | { OPEN 1 | o INSTALLED BEHIND THE SERVER RACKS. MECHANICAL PLANS TO BE H
] ‘ : | | | | REVIEWED AND APPROVED BY TENANT AND PROPERTY MGR PRIOR TO 4100 Carillon Pt.
' D'V D'V N | | | |

CONSTRUCTION.

> ; — o 4;'% ““““ +--- a NEW FRAMELESS GLASS WITH TOP AND BOTTOM CHANNEL, Kirkland, WA 98033

: # BUTT—GLAZED. REFER TO DETAIL 12/1-9.1.
: @ IN OFFICE #332, FLAT-FRAME AROUND EXISTING CONDUIT TO MINIMIZE

|
l
| i S : -
| | e | ‘
j‘L o< : = C L | Dielele I ?@g_ﬂ 1 I S N PROTRUSION INTO OFFICE-FINISH TO MATCH ADJACENT CONSTRUCTION.
i v(ﬂ) o v ' | @Q T @ REPAIR ALL DAMAGED GASKETS AT EXISTING RELIGHT LOCATIONS.
| ‘ : , v . )
|
|
|
|
1

T _—_—T”-‘_T L (H)A

i
|
| OFFICE
!
J

|

|

. : : . . . | | (3) EXPOSEEXISTING—COLUMNS—IN-OPEN-OFFICE—ENCLOSED-ROGHS—T0

. ‘ 3 . ‘ REMAIN-WRAPPED: DESIGN

- | _ slulols - T I | ! o re

OFFICE ol . ,, | FREE-STANDING (ELECTRIFIED WORKSTATIONS) TO REMAIN. VERIFY ALL DRAWN AN/CB
EXISTING ELECTRICAL/LOW—-VOLTAGE CONNECTIONS TO INSURE A CHECKED AN

i

|
|
| OPEN
| | OFFICE

| |
| |
i |
| |
| |
| |
| |
| |
| |
|
|
|
o [pe]

!
|
!
!
|
S

' TRA'N'&‘G 0’ FULLY—FUNCTIONING AND OPERATIONAL WORKSTATION SYSTEM. NEW 12.0503
ROO FiN, m[ﬂl D D O s ) CONNECTIONS BY DESIGN—BUILD CONTRACTORS. NO.
QOO d o = 4
g ——F% (45  WORKSTATION COMMUNICATIONS/POWER PACKAGE TO SUPPLY EACH
CORAY WORKSTATION WITH VOICE/DATA CONNECTIVITY (CABLING/TERMINATIONS)
AND (2) DUPLEXES. VOICE/DATA & POWER CABLING TO BE
COORDINATED WITH WORKSTATION MANUFACTURER'S RECOMMENDATIONS

AND LAYOUT. VERIFY ALL EXISTING LOCATIONS AND PROVIDE NEW AS
REQUIRED.

APPLY 3M DUSTED CRYSTAL TO ALL INTERIOR GLASS PANELS LEAVING
24" CLEAR GLASS AT TOP & BOTTOM OF PANELS.

@ IN ALL PRIVATE OFFICES, PROVIDE BLOCKING FOR FURNITURE
OVERHEADS. REFER TO FURNITURE DESIGN—BUILD DOCUMENTS FOR
ADDITIONAL INFORMATION.

RELOCATE TENANT'S EXISTING SUPPLEMENTAL AC UNIT. IDF ROOM
#334 REQUIRES 2—TON UNIT.

COOLING REQUIREMENTS: APPROX. 7—TONS EXISTING TO BE
RELOCATED AS DIRECTED BY TENANT, WITH AN ADDITIONAL 2-TONS TO REGISTERED
BE PROVIDED. SERVER ROOM #431 REQUIRES 5-TONS DEDICATED
COOLING. 5-TON UNIT FOR TRAINING ROOM #309 TO REMAIN AS-IS.
SUPPLEMENT CONF. RM #401 AND OTHER AREAS AS REQUIRED.

CONFERENCE ANY EXISTING 208-30A OUTLETS ARE TO BE CONVERTED TO

208L6~30.

& @ IDF ROOM #334: ALL POWER TO BE DEDICATED. TENANT REQUIRES (6)
208L6—30 DROPS. USE 'SO" FLEX CORD DROPPED FROM ABOVE THE
TBAR. REVIEW DETAILED REQUIREMENTS WITH TENANT.

(33)  NEW TENANT-PROVIDED CARD READERS ON ALL EGRESS DOORS, IDF
ROOM #334, SERVER ROOM #431, AND AS INDICATED ON PLAN.
INSTALL CARD READER AT 34"AFF — FAIL SAFE AT EGRESS DOORS: 09.30.13 P Set
DOOR LOCKS MUST AUTOMATICALLY RELEASE WITH LOSS OF POWER 2. rogress oe
TO THE DOOR LOCK OR RELEASING DEVICE. DOORS MUST REMAIN 10.09.13 Permit / Bid Issue
UNLOCKED UNTIL THE POWER SUPPLY IS RESTORED. DOOR LOCKS /N
MUST AUTOMATICALLY RELEASE WITH LOSS OF PRIMARY POWER TO 10.22.13  ASI#1
THE FIRE ALARM CONTROL PANEL. AN APPROVED SMOKE DETECTOR /A\11.25.13 AS| #2

_ . E | SHALL BE INSTALLED WITHIN THE ELEVATOR LOBBY IN ACCORDANCE AN

- WITH THE MANUFACTURER'S LISTING INSTRUCTIONS AND SHALL INITIATE 12.17.13 CD Issue
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A GENERAL FIRE ALARM WHEN ACTIVATED. DOOR LOCKS MUST A12.20.13 ASI #3
AUTOMATICALLY RELEASE ON ACTIVATION OF THE BUILDING ALARM A 01.09.14 AS| #4

SYSTEM (SPRINKLER HEAD, SMOKE/HEAT DETECTOR OR PULL STATION

ACTUATION). DOORS MUST REMAIN UNLOCKED UNTIL THE FIRE ALARM /6\ 01.29.14 ASI #5
A F|00r P|an - 3rd Floor SYSTEM IS MANUALLY RESET. NON—EGRESS DOORS WITH CARD AN\02.20.1 Y
READERS TO BE FAIL-SECURE. GC TO PROVIDE AND INSTALL POWER 02.20.14 Permit Revision
v Scale: 1/8"=1'-0" & ELECTRONIC LOCKING HARDWARE AS REQUIRED.

@ INSTALL 4X8 FR PLYWOOD (OR REUSE EXISTING AS POSSIBLE) ON
WALLS IN IDF ROOM #334 — EXACT LOCATION TO BE VERIFIED BY
TENANT.

@ NO WATER LINES ABOVE CEILING IN IDF ROOM #334. ANY EXISTING

T
|
I
|
|

'IF_____

&,

X'Ref: _\ATB.dwgq,

Dwg: 11\ 2013\ 13-0503\DWG\WIP\MASTER\|-3.3 FLOOR PLAN - 3RD FLOOR.DWG

Pen Table: JPC STD.CTB

Author: CHRISTINE BENDA
Date/Time: 2/19/2014 4:20 PM

— - y WATER LINES, OTHER THAN REQUIRED FOR LIFE SAFETY, ARE TO BE
Partition Legend: Symbols Legend: REDIRECTED — CONTRACTOR TO VERIFY IN FIELD.

EXISTING PARTITION,/CONSTRUCTION TO REMAIN FEC, TENANT REQUESTS CONDUIT BETWEEN 3RD FLOOR IDF ROOM #334
=" BUILDING STANDARD FIRE EXTINGUISHER CABINET &) AND 4TH FLOOR SERVER ROOM #431. USE EXISTING AS PRACTICAL.

2 §5|w— QG':'D HEIGHT PARTITION. REFER TO DETAIL & DUPLEX RECEPTACLE VERIFY CONDUIT SIZE AND EXACT LOCATION WITH TENANT.

DEDICATED DUPLEX RECEPTACLE TENANT REQUIRES (3) DATA DROPS AND (1) 120V DUPLEX AT THIS
EXTENDED PARTITION TO FULL-HEIGHT. REFER TO =© GFl DUPLEX RECEPTACLE LOCATION ALIGNED WITH NEW CORE DRILL— VERIFY EXISTING IN FIELD
:::i::m: DETAIL 6/1-9.1 == AND PROVIDE NEW AS REQUIRED.

FOURPLEX RECEPTACLE » ,
NEW GRID HEIGHT PLUMBING PARTITION — REFER TO =4 DEDICATED FOURPLEX RECEPTACLE @ TENANT REQUIRES (2)GFI DUPLEXES @+43" AT VANITY IN WOMEN'S
-:-:-ﬁm DETAIL 5/1-9.1 -® RESTROOM #339 AND MEN'S RESTROOM #342.

© CORE DRILL PROVIDE POWER, WATER LINE & DRAIN FOR ICEMAKER & SODA

@ J-BOX FOR TENANT PROVIDED SYSTEMS FURNITURE. FOUNTAIN. VERIEY EXACT REQUIREMENIS WITH. VENDOR. FIOOI' P|an - 3|'d FIOOI'

< VOICE/DATA RECEPTACLE. CONTRACTOR TO PROVIDE MUD RING Al EXISTING TOILETS AND URINALS TO REMAIN — INSTALL NEW B/S
PULL STRING AUTO—FLUSH MECHANISM: TECHNICAL CONCEPTS #402059(TOILETS) &

PROXIMITY CARD READER #402060(URINALS) METAL AUTOCLAMP AUTOFLUSHER—-CHROME.
Q@ WAL TAG A EXISTING SINKS TO REMAIN (REPLACE WITH NEW IF DAMAGED). INSTALL
EQUIPMENT TAG NEW B/S HANDS—FREE FAUCET & SOAP DISPENSER: TECHNICAL
CONCEPTS #500572-SST VERONA 4" CENTER-CHROME. TECHNICAL
NO DESIGNATION = EXISTING CONCEPTS #750339 ONE—SHOT DECK—MTD DISP—CHROME. |—3 3
N = NEW &/OR RELOCATED (COORDINATE RELOCATED .
ITEMS W/ARCHITECT) A A AN AANA AN AN AAA N AN N

© 2013, JPC Architects, PLLC
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Key Notes:

@ CISCO VIC SYSTEM/TELE—PRESENCE ROOMS IN CONFERENCE #406+, #414
AND #434: PROVIDE CORE DRILLS FOR POWER, VOICE, DATA & AV

UNDER TABLE WITH PATHWAY (1-1/2" CONDUIT) BETWEEN TABLE &
MONITOR WALL. POKE-THROUGH DEVICE TO BE FLUSH-FLOOR WITH

OUTLETS FOR ELECTRICAL AND V/D & AV JACKS, WIREMOLD 6AT
FLUSH-FLOOR BOX OR APPROVED EQUAL. VERIFY EXACT PLACEMENT &
SIZES WITH AV CONSULTANT AND TENANT PRIOR TO DRILLING. REUSE
EXISTING WHERE PRACTICAL.

REVISE MECHANICAL AS NECESSARY TO PROVIDE APPROPRIATE VENTING
FOR NEW LOCKER ROOMS AND GYM — FULL AIR EXCHANGE EVERY 2-4
MINUTES, MINIMUM REQUIREMENT.

TOUCH-UP ALL EXISTING CORE DOORS TO PROVIDE A LIKE-NEW
APPEARANCE.

PROVIDE FULL-LENGTH MIRROR ON NORTH & SOUTH WALLS OF NEW GYM.

PROVIDE WATER LINE FOR (3)COFFEE MAKERS, (1)ESPRESSO MAKER &
REFRIGERATOR IN BREAK #427. PROVIDE DRAINS AS REQUIRED. REUSE
EXISTING WHERE PRACTICAL.

PROVIDE BACKING, POWER, DATA & AV IN WALL FOR FLAT-PANEL DISPLAY.
PROVIDE OUTLETS AT STANDARD—HEIGHT IN WALL BELOW, AND CORE DRILL
FOR DATA & AV PATHWAY IN WALL BELOW. PROVIDE PATHWAY CONDUIT

(1-1/2") BETWEEN DISPLAY AND UNDER TABLE OUTLET. POKE-THROUGH
DEVICE TO BE FLUSH FLOOR WITH OUTLETS FOR ELECTRICAL AND V/D &
AV JACKS, WIREMOLD 6AT FLUSH FLOOR BOX OR APPROVED EQUAL (IF
SHOWN). VERIFY EXACT PLACEMENT & SIZES WITH AV CONSULTANT AND
COORDINATE WITH TENANT'S FURNITURE PRIOR TO DRILLING. REUSE
EXISTING WHERE PRACTICAL.

PROVIDE CORE DRILLS FOR POWER, VOICE, DATA & AV UNDER TABLE WITH

Y PATHWAY (1-1/2" CONDUIT) BETWEEN TABLE AND CEILING—MOUNTED
PROJECTOR. POKE~THROUGH DEVICE TO BE FLUSH-FLOOR WITH OUTLETS

FOR ELECTRICAL AND V/D & AV JACKS, WIREMOLD 6AT FLUSH-FLOOR BOX
R A A OR APPROVED EQUAL. VERIFY EXACT PLACEMENT & MONUMENT FOR

| ! l i i COORDINATION WITH TENANT'S FURNITURE PRIOR TO DRILLING. REUSE

EXISTING WHERE PRACTICAL.

REPLACE CURRENT COMMERCIAL DOUBLE-DOOR STAINLESS STEEL

REFRIGERATOR WITH LIKE MODEL — PROVIDE SUBMITTAL. _ :
REPLACE EXISTING SOLID SURFACE BAR COUNTER, AND REPLACE BAR Carillon Point B4000
FRONT. REFER TO ELEV 15/I-8.2 FOR MORE INFORMATION. Floors 3 & 4
INFILL EXISTING PARTITION TO MATCH ADJACENT CONSTRUCTION. 4100 Carillon Pt

CONTRACTOR TO PROVIDE AND INSTALL (12) NEW WHITE BOARDS WITH PEN i
TRAY TO MATCH EXISTING. LOCATIONS TBD. ALL EXISTING WHITE BOARDS Klrkland’ WA 98033
TO REMAIN OR BE RELOCATED DUE TO DEMOLITION.

FURR OUT GWB TO PRESERVE ADJACENT EXISTING DECORATIVE WALL
TREATMENT.

EXPOSE-EXISHNG—COLUMNSIN-OPEN-OFHCE—ENCLOSEB—ROOMS—O
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FREE—STANDING (ELECTRIFIED WORKSTATIONS) TO REMAIN. VERIFY ALL
EXISTING ELECTRICAL/LOW—VOLTAGE CONNECTIONS TO INSURE A DESIGN JPC

FULLY—FUNCTIONING AND OPERATIONAL WORKSTATION SYSTEM. NEW DRAWN AN/CB
CONNECTIONS BY DESIGN~BUILD CONTRACTORS.

WORKSTATION COMMUNICATIONS/POWER PACKAGE TO SUPPLY EACH CHECKED AN
WORKSTATION WITH VOICE/DATA CONNECTIVITY (CABLING/TERMINATIONS) NO. 13-0503
AND (2) DUPLEXES. VOICE/DATA & POWER CABLING TO BE COORDINATED

== - WITH WORKSTATION MANUFACTURER’'S RECOMMENDATIONS AND LAYOUT.
VERIFY EXISTING AND ADD NEW AS REQUIRED.

APPLY 3M DUSTED CRYSTAL TO ALL INTERIOR GLASS PANELS LEAVING 24"
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COOLING REQUIREMENTS: APPROX. 7—-TONS EXISTING TO BE RELOCATED AS
DIRECTED BY TENANT, WITH AN ADDITIONAL 2—-TONS TO BE PROVIDED.
SERVER ROOM #431 REQUIRES 5-TONS DEDICATED COOLING. 5~TON UNIT
FOR TRAINING ROOM #309 TO REMAIN AS-IS. SUPPLEMENT CONF. RM
#401 AND OTHER AREAS AS REQUIRED.

@ ANY EXISTING 208—-30A OUTLETS ARE TO BE CONVERTED TO 208L6-30.

SERVER ROOM #431: ALL POWER TO BE DEDICATED. TENANT REQUIRES (6)
208L6-30 DROPS. USE 'SO' FLEX CORD DROPPED FROM ABOVE THE
NFEREN TBAR. REVIEW DETAILED REQUIREMENTS WITH TENANT.

.44

LEg] @2 NEW TENANT—PROVIDED CARD READERS ON ALL EGRESS DOORS, IDF ROOM
@ #334, SERVER ROOM #431, AND AS INDICATED ON PLAN. INSTALL CARD

; ; b READER AT 34"AFF — FAIL SAFE AT EGRESS DOORS: DOOR LOCKS MUST
AUTOMATICALLY RELEASE WITH LOSS OF POWER TO THE DOOR LOCK OR
RELEASING DEVICE. DOORS MUST REMAIN UNLOCKED UNTIL THE POWER
SUPPLY IS RESTORED. DOOR LOCKS MUST AUTOMATICALLY RELEASE WITH
LOSS OF PRIMARY POWER TO THE FIRE ALARM CONTROL PANEL. AN
APPROVED SMOKE DETECTOR SHALL BE INSTALLED WITHIN THE ELEVATOR
LOBBY IN ACCORDANCE WITH THE MANUFACTURER'S LISTING INSTRUCTIONS 09.30.13 Progress Set
AND SHALL INITIATE A GENERAL FIRE ALARM WHEN ACTIVATED. DOOR o
LOCKS MUST AUTOMATICALLY RELEASE ON ACTIVATION OF THE BUILDING 10.09.13  Permit/Bid Issue
ALARM SYSTEM (SPRINKLER HEAD, SMOKE/HEAT DETECTOR OR PULL /\10.22.13 ASI #1
STATION ACTUATION). DOORS MUST REMAIN UNLOCKED UNTIL THE FIRE /A\11.25.13 ASI #2
ALARM SYSTEM IS MANUALLY RESET. NON~—EGRESS DOORS WITH CARD
READERS TO BE FAIL-SECURE. GC TO PROVIDE AND INSTALL POWER & [\12.17.13 CD Issue
ELECTRONIC LOCKING HARDWARE AS REQUIRED. /N 12.20.13 ASI #3
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INSTALL 4X8 FR PLYWOOD (OR REUSE EXISTING AS POSSIBLE) ON WALLS /\01.09.14 ASI #4
IN SERVER ROOM #431 — EXACT LOCATION TO BE VERIFIED BY TENANT. /6\ 01.29.14 ASI #5

NO WATER LINES ABOVE CEILING IN IDF ROOM #334. ANY EXISTING WATER A02.20.14 Permit Revision
LINES, OTHER THAN REQUIRED FOR LIFE SAFETY, ARE TO BE REDIRECTED
— CONTRACTOR TO VERIFY IN FIELD.

PROVIDE WATER LINE FOR WATER DISPENSER IN GYM #409.

TENANT REQUIRES (3) DATA DROPS AND (1) 120V DUPLEX AT THIS
LOCATION ALIGNED WITH NEW CORE DRILL— VERIFY EXISTING IN FIELD AND

Floor Plan - 4th Floor

Scale: 1/8"=1"-0"

X'Ref: . \ATB.dwg,

Dwg: 1:\ 2013\ 13—-0503\DWG\WIP\MASTER\|-3.4 FLOOR PLAN - 4TH FLOOR.DWG

Pen Table: JPC STD.CTB

Author: CHRISTINE BENDA
Date/Time: 2/19/2014 4:26 PM

PROVIDE NEW AS REQUIRED.

Cont'd);
EXISTING GRID-HEIGHT PARTITIONS IN SERVER ROOM #431 TO BE
EXISTING TOILETS AND URINALS TO REMAIN — INSTALL NEW B/S EXTENDED TO STRUCTURE. MECHANICAL RETURNS ARE TO BE INSTALLED

AUTO-FLUSH MECHANISM: TECHNICAL CONCEPTS #402059(TOILETS) & BEHIND THE SERVER RACKS. MECHANICAL PLANS TO BE REVIEWED AND
#402060(URINALS) METAL AUTOCLAMP AUTOFLUSHER-CHROME. APPROVED BY TENANT AND PROPERTY MANAGER PRIOR TO CONSTRUCTION.

REPAIR ALL DAMAGED GASKETS AT EXISTING RELIGHT LOCATIONS.

IN ALL PRIVATE OFFICES, PROVIDE BLOCKING FOR FURNITURE OVERHEADS.
REFER TO FURNITURE DESIGN-BUILD DOCUMENTS FOR ADDITIONAL
INFORMATION.

Partition Legend.: Symbols Legend:

EXISTING PARTITION/CONSTRUCTION TO REMAIN

NEW GRID HEIGHT PARTITION. REFER TO DETAIL
3/1-9.1.

i EXTENDED PARTITION TO FULL—HEIGHT. REFER TO

Q8 86 ® ®

- BUILDING STANDARD FIRE EXTINGUISHER CABINET @

-
m
(@]

s0085000 [

9®

DUPLEX RECEPTACLE

DEDICATED DUPLEX RECEPTACLE EXISTING SINKS TO REMAIN (REPLACE WITH NEW IF DAMAGED). INSTALL
GFI DUPLEX RECEPTACLE /AN NEW B/S HANDS—FREE FAUCET & SOAP DISPENSER: TECHNICAL CONCEPTS
FOURPLEX RECEPTACLE #500572—SST VERONA 4" CENTER-CHROME. TECHNICAL CONCEPTS )

PROVIDE A RACEWAY AROUND PERIMETER OF ROOM FOR POWER, DATA AND

CORE DRILL | COAX_TO GYM EQUIPMENT. PROVIDE QTY OF (15) POWER, DATA AND COAX |
J—BOX FOR TENANT PROVIDED SYSTEMS FURNITURE. OUTLETS FOR EQUIPMENT. VERIFY REQUIREMENTS AND LAYOUT OF Floor Plan - 4th Floor

VOICE /DATA RECEPTACLE. CONTRACTOR TO PROVIDE MUD RING AND EQUIPMENT WITH TENANT.
PULL STRING TENANT REQUIRES (2)GFI DUPLEXES @+43" AT VANITY IN WOMEN'S
PROXIMITY CARD READER RESTROOM #439 AND MEN'S RESTROOM #442.

@~ WALL TAG (2) NOT USED

DETAIL 6/1-9.1

NEW GRID HEIGHT PLUMBING PARTITION — REFER TO
DETALL 5/1-9.1

3=

@

NO DESIGNATION = EXISTING 4TH FLOOR SERVER ROOM #431. USE EXISTING AS PRACTICAL. VERIFY
N = NEW &/OR RELOCATED (COORDINATE RELOCATED CONDUIT SIZE AND EXACT LOCATION WITH TENANT.

ITEMS W/ARCHITECT) PROVIDE 2" CONDUIT BETWEEN MPO AND SERVER ROOM #431 FOR
COMCAST CABLING.

© 2013, JPC Architects, PLLC




| Key Notes:
T r - § § 7 g 8 3 i 7 E B # G & #
z i - ; - . - . - . - T (1) DEMOLISH ALL EXISTING FLUORESCENT PARABOLIC TROFFERS — TO BE m
- - . REPLACED WITH NEW BUILDING STANDARD FLUORESCENT FIXTURES.
l _ | _ wll B _ REFER TO REFLECTED CEILING PLAN FOR ADDITIONAL INFORMATION.
D - s L~ b L~ e D D L~ D} D} D DEMOLISH EXISTING LIGHT SWITCHES AS REQUIRED DUE TO DEMOLITION
Lz =) i L < L. e L ] e . .
< == (=t s - e == = (< = = (2 REFER To REFLECTED CEIING PLAN FOR NEW SWITCH LOCATIONS, ( )
i (3) EXISTING BUILDING STANDARD SUSPENDED CEILING GRID AND ACOUSTICAL
TILE SYSTEM TO REMAIN. REPLACE ALL DAMAGED AND/OR STAINED TILE. | l I
N 5T Tt Tk L 5T PTA 5T 5T = — 5 (8) CONTRACTOR TO VERIFY CODE COMPLIANCE OF ALL EXISTING ACOUSTICAL
AW A el el el e L el el e L e L e CEILING GRID SYSTEMS & LIGHTING FIXTURES AND ASSOCIATED BRACING
by DN ‘ RESTRAINTS. SYSTEMS FOUND NOT IN COMPLIANCE SHALL BE MODIFIED  —
5 . AND/OR NEW PROVIDED, AS REQUIRED BY CURRENT BUILDING CODES.
1A T S % . REFER TO DETAILS 13 — 16/1-9.1. I ©
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@ ALL FLUORESCENT TROFFERS TO BE B/S FOCAL POINT LUNA — CHANGE
OUT ANY REMAINING PARABOLIC FIXTURES TO NEW BUILDING STANDARD.
RELOCATE LIGHTING AS NECESSARY DUE TO REVISED LAYOUT.

BIB-ALTERNATE—EXISHNG—PARABOHE—HXTURES—ATHOEATIONS —THAT-ARE

WIFHINA(2)FFURES—FROM—EXTERIOR—WINDEWS—TO-REMAIN:—RELOCATEAS
NECESSARY—DUE—TO-REVISEDHAYOUT:

LIGHT SWITCHES TO BE CONFIGURATED TO ACCOMMODATE DIMMABLE ZONE

IN FRONT OF PROJECTOR AND STANDARD SWITCH BEHIND PROJECTOR.

@ RELOCATE POWER FOR EXISTING ELECTRIC PROJECTOR SCREEN AS
REQUIRED TO ALIGN WITH CENTER OF ROOM. VERIFY EXACT LOCATION

WITH TENANT'S A/V VENDOR.

@ ALL EXISTING TO REMAIN LIGHTING TO BE THOROUGHLY CLEANED AND IN
GOOD CONDITION. ANY DAMAGED FIXTURES TO BE REPLACED.

@ PROVIDE POWER & DATA/AV, AS DIRECTED BY TENANT'S A/V VENDOR, IN
CEILING FOR CEILING—MOUNTED PROJECTOR & PROJECTOR SCREEN AND

1—1/2" CONDUIT BETWEEN TABLE AND CEILING-MOUNTED PROJECTOR.
REUSE EXISTING WHERE PRACTICAL.

(6) PROVIDE EXHAUST FAN FOR MICROWAVES.

(7) REPLACE ALL EXISTING EMERGENCY EGRESS LIGHTING WITH NEW B/S BUG
EYES (IF NOT EXISTING).

FOR SOUND MITIGATION PURPOSES, IN ALL CONFERENCE ROOMS, TRAINING
ROOM, INTERVIEW ROOMS AND ENCLOSED OFFICES, INSTALL ADDITIONAL
ELBOW IN HVAC RETURNS AND ADDITIONAL ACOUSTICAL BLANKET ABOVE
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@ EXISTING FLUORESCENT STRIP LIGHTING TO REMAIN. DEMOLISH EXISTING
’ EGG—CRATE LOUVER AND REPLACE WITH NEW OPAQUE DIFFUSER. ALL
OTHER EXISTING LIGHTING TO REMAIN.

p
4
> INSTALL NEW B/S WALL SCONCE CENTERED BETWEEN SINKS.

W

Carillon Point B4000
. | LI | - ~ | l Floors 3 & 4
_ N 2N ‘ = 4100 Carillon Pt.
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Symbols Legend

. & an 5\ | /\ TYPE SYMBOL MFG. DESCRIPTION

= ,
ON &
™ - FOXTY \ S SWITCH

énl

THROUGHOLT \ Ss 3WAY SWITCH

N N ] M M B M = M = N /L = 18}

BLDG STD EXIT LIGHT 09.30.13 Progress Set

EXTG BLDG STD 2x4 SUSP.
CEILING GRID & TILE

EXTG BLDG STD FLU. STRIP
LIGHT FIXTURE

Eq |Z] FOCAL POINT | BIpG STD 2x4 FLU. LIGHT

FIXTURE: LUNA #FLU24B

10.09.13 Permit / Bid Issue
/N\102213  ASI#
/112513 ASI#2
/121743 CDIssue
/122013 ASI#3
/0\01.09.14  ASI#4

] 3 u : ; : a : ; : 2-T8 WW LAMPS /0\012914  ASI#5

F-2 BLDG STD RECESSED, FLU. o >
o DOWNLIGHT FIXTURE, 2—13W [N022014 __ Permit Revision

A Reflected Ceiling Plan - 3rd Floor [ [~ e [ oo

FLU. UNDER—CABINET LIGHTING.
v Scale: 1/8"=1'-0"

#NU-24-120.
PROVIDE SWITCH AT COUNTER.

LIGHTOLIER 6"D FLUOR. DOWNLIGHT FOR WET
F-4 o APPLICATION— LIGHTOLIER

CALCULITE CFL LENSED DOWNLIGHT
#8091FCLW, OR APPROVED EQUAL

Reflected Ceiling Notes:

COORDINATE THE WORK OF ALL TRADES INVOLVED IN THE CEILING WORK 7.  THE REFLECTED CEILING PLAN INDICATES THE LOCATION OF CEILING 12.  INSTALL NEW LIGHT FIXTURES WITH PROTECTIVE FILM OR SIMILAR COVER 16, ALL SMOKE DAMPERS SHALL BE INSTALLED IN ACCORDANCE WITH IMC/IBC
TO ENSURE CLEARANCES FOR FIXTURES, DUCTS, PIPING, CEILING HEIGHTS, LIGHT TYPES, LIGHT FIXTURES, AND ASSOCIATED ITEMS. OVER LOUVER, LENS, BAFFLE, ETC. TO AVOID FIXTURE SOILING OR DAMAGE. OR SUPERCEDING CODE. ALL FIRE DAMPERS SHALL BE INSTALLED IN ECOSENSE ECOSPEC LINEAR INT

SUSPENSION SYSTEM, ETC., NECESSARY TO MAINTAN THE FINISHED CEILING FIXTURES SHALL BE MAINTAINED CLEAN AND AS NEW. ALL LAMPS SHALL ACCORDANCE WITH IMC/IBC OR SUPERCEDING CODE. F-5 ———- #04LC—XX—3500K— 120120,

HEIGHTS INDICATED ON ARCHITECT'S DRAWINGS. 8. AL SPECIFIC INFORMATION CONCERNING INSTALLATION FOR VARIOUS BE NEW AT PROJECT COMPLETION — RELAMP EXISTING FIXTURES. OR APPROVED EQUAL

ABOVE-CEILING ELEMENTS ARE TO BE DESIGN BUILD, DOCUMENTATION BY 17. EGRESS LIGHTING SHALL BE DESIGNED BY A LICENSED ELECTRICAL CEILING-MOUNTED PROJECTOR -

OTHERS — PERMITTED SEPARATELY. 13.  CONTRACTOR TO VERIFY CODE COMPLIANCE OF EXISTING ACOUSTICAL ENGINEER BASED ON FINAL FLOOR PLAN(S) AND THE MOST CURRENT (IN F6 @< VERIFY EXACT LOCATION WITH
CEILING GRID SYSTEMS AND ASSOCIATED SEISMIC BRACING RESTRAINTS. FORCE) ISSUE OF THE IBC, IEC AND LOCAL CODES/ORDINANCES. THE o~ A R TENSNTS A AN R~~~

SYSTEMS FOUND NOT IN COMPLIANCE SHALL BE MODIFIED AND/OR NEW ENGINEER MAY USE THE ARCHITECTS EGRESS MAPS (COMMON PATH OF GEORGE ALL SCONCE #P5

PROVIDED AS REQUIRED BY CURRENT BUILDING CODES (INCLUDING, BUT TRAVEL/EXIT TRAVEL DISTANCE) AS STARTING POINT FOR A BASIS OF . 5 GEORGE ALL SCONCE R,s%g;gﬁm.

NOT LIMITED TO; CURRENT IBC WALL MOLDING (27 ANGLE) AND SEISMIC DESIGN. HOWEVER, IT SHALL REMAIN THE SOLE RESPONSIBILITY OF THE - ON

WITH THE ARCHITECT PRIOR TO FRAMING. LASS: ETCHED OPAL.

LIGHTING 1.E.; ROOMS, SPECIALIZED SPACES, PATHWAYS, ETC. PER THE =
4. LIGHT FIXTURES, NEW SPRINKLERS AND OTHER CEILING ELEMENTS - SHALL 14.  CONTRACTOR TO VERIFY CODE COMPLIANCE OF ALL EXISTING LIGHTING AFOREMENTIONED CODES. FINAL EGRESS LIGHTING QUANTITIES AND AN IMS: 4.75"Wx13.25"Hx4"PROJ.
BE CENTERED IN THE 2'X2" SECTION OF INDIVIDUAL CEILING TILES U.N.O. 10. SUBMIT GRILLE, THERMOSTAT, AND OTHER FIXTURE AND ELEMENT LAYOUTS FIXTURES AND ASSOCIATED SEISMIC BRACING RESTRAINTS. FIXTURES FOUND LOCATIONS SHALL BE DETERMINED BY BUILDING AND FIRE INSPECTOR'S MPS: 2—40W XENON
(EXIST. SPRINKLERS TO REMAIN UNLESS CONFLICT WITH NEW ELEMENTS). TO THE ARCHITECT FOR REVIEW AT LEAST 2 WEEKS PRIOR TO NOT IN COMPLIANCE SHALL BE MODIFIED AND/OR NEW PROVIDED AS

INSTALLATION. D2 FIELD PLACEMENT DETERMINATION.
5. PROVIDE CEILING ACCESS AS REQUIRED FOR EQUIPMENT AND SYSTEM REQUIRED BY CURRENT BUILDING AND/OR ENERGY COMPLIANC :

MAINTENANCE, AND MATCH ADJACENT CEILING FINISH U.N.O. 11, VERIFY FIELD CONDITIONS AND LOCATIONS OF ALL PLUMBING, MECHANICAL —" o DESIENARON = EXISTING— """
NEW PLUMBING, MECHANICAL, FANS, DUCTS, CONDUITS, AND OTHER TEMS W/ARCHITECT

RELATED TEMS SO AS TO NOT CONFLICT WITH ANY/ALL FIELD CONDITIONS DETERMINATION. / )

INCLUDING LUMINAIRES.

.\ATB.dwg,
—

2. PERIMETER CEILING ANGLE, WHERE OCCURS, SHALL BE INSTALLED TIGHT
TO VERTICAL SURFACES, FREE FROM CURVES, BREAKS OR OTHER

IRREGULARITIES AND PAINTED TO MATCH CEILING FINISH. 9.  NOTIFY ARCHITECT OF ANY CONFLICTS OF LIGHT FIXTURE LOCATIONS WITH

MAIN RUNNERS, DUCTS, STRUCTURES, HVAC, AND/OR (E)CONDUIT,  PRIOR
3. FURNISH AND INSTALL ALL ASSOCIATED TRIM AND SEISMIC BRACING AS TO FRAMING FOR LIGHTS. ANY DISCREPANCIES BETWEEN ARCHITECT'S

Reflected Ceiling Plan
- 3rd Floor

o
Dwg: 1:\2013\13-0503\DWG\WIP\MASTER\|-4.3 REFLECTED CEILING PLAN — 3RD FLOOR.DWG
X'Ref:

Pen Table: JPC STD.CTB

-4.3.2

© 2013, JPC Architects, PLLC

6.  ALL SOFFITS AND CEILING HEIGHTS ARE DIMENSIONED FROM TOP OF
FINISHED FLOOR TO BOTTOM OF FINISHED GYPSUM BOARD OR CEILING
TILE AND SHALL ALLOW FOR THICKNESS OF ALL FLOOR FINISHES.

Author: CHRISTINE BENDA
Date/Time: 2/19/2014 4:27 PM
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Key Notes:
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z 5 ; + : 5 ; 3 ; 5 5 : 5 ; ; 5 ; s : 5 " 5 (1) EXTEND EXISTING CEILING GRID DUE TO DEMOLITION — REFER TO m
T - . . REFLECTED CEILING PLAN FOR MORE INFORMATION.
1 1 4] 1 1 i 1 B} DEMOLISH EXISTING CEILING AND LIGHTING IN THIS AREA — REFER TO I
E/j E/j E/j E/j Exj E/j E, @ REFLECTED CEILING PLAN FOR NEW CEILING TYPE. ( )
il i N Bl KDl KBl KDl N D] (3) DEMOLISH ALL EXISTING FLUORESCENT PARABOLIC TROFFERS - TO BE
F i ? I b\ P o A REPLACED WITH NEW BUILDING STANDARD FLUORESCENT FIXTURES.
. L\ L\ L\ L\ L\ REFER TO REFLECTED CEILING PLAN FOR ADDITIONAL INFORMATION. LL]
0 (%) DEMOLISH EXISTING LIGHT SWITCHES AS REQUIRED DUE TO DEMOLITION.
T e ) e 2l ) e L ) e L e L e 2L e L e 7 (5) EXISTING BUILDING STANDARD SUSPENDED CEILING GRID AND ACOUSTICAL s———
| R TILE SYSTEM TO REMAIN, UNLESS NOTED OTHERWISE. REPLACE ALL
!tz =173 2 P Y BE3== ! . DAMAGED AND/OR STAINED TILE. I 9
T . o] 5 5 1 n (§) CONTRACTOR TO VERIFY CODE COMPLIANCE OF ALL EXISTING ACOUSTICAL N
1 N | < Lo ol | © 1< CEILING GRID SYSTEMS & LIGHTING FIXTURES AND ASSOCIATED BRACING 0
e T T ] i '— wfomd
E/j E/j 1k l r‘? I | D RESTRAINTS. SYSTEMS FOUND NOT IN COMPLIANCE SHALL BE MODIFIED =
o . ] - - 13 0 NI N S D 4 = AND/OR NEW PROVIDED, AS REQUIRED BY CURRENT BUILDING CODES. 2
‘ . nil C || P (< i REFER TO DETAILS 13 — 16/1-9.1. m u
<3
L — T —— [; - (7) DEMOLISH (5) DECORATIVE PENDANT LIGHT FIXTURES ABOVE BAR-HEIGHT o D
A | O o o) o | COUNTER AT EXTERIOR WINDOWS. REFER TO SHEET |-4.4.2 FOR > Q
L K511k 7 o T 5D REPLACEMENT SPECIFICATION. S o
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Notes:

@ ALL FLUORESCENT TROFFERS TO BE B/S FOCAL POINT LUNA — CHANGE
OUT ANY REMAINING PARABOLIC FIXTURES TO NEW BUILDING STANDARD.
RELOCATE LIGHTING AS NECESSARY DUE TO REVISED LAYOUT.

- »

Y O3 a ¢ r  DIMMAB N
N FRONT OF PROJECTOR AND STANDARD SWITCH BEHIND PROJECTOR.

PROVIDE VENTILATION IN SHOWER ROOMS & GYM—FULL AIR EXCHANGE
EVERY 2—-4 MINS, MINIMUM REQUIRED. REFER TO MECHANICAL PLANS FOR
ADDITIONAL INFORMATION.

PROVIDE AND INSTALL (2) CEILING—MOUNTED FANS. EXACT LOCATION TO
BE VERIFIED BY TENANT BASED ON EQUIPMENT LAYOUT.

GWB CEILING IN SHOWER ROOMS — HEIGHT TO MATCH ADJACENT
RESTROOM.

ALL EXISTING TO REMAIN LIGHTING TO BE THOROUGHLY CLEANED AND IN
GOOD CONDITION. ANY DAMAGED FIXTURES TO BE REPLACED.

&

Qe ©

PROVIDE LED STRIP LIGHTING FOR BACKLIT MIRROR: SEE DETAIL 11/1-9.3.

PROVIDE POWER & DATA/AV, AS DIRECTED BY TENANT'S A/V VENDOR, IN
CEILING FOR CEILING-MOUNTED PROJECTOR & PROJECTOR SCREEN AND
1—1/2" CONDUIT BETWEEN TABLE AND CEILING—MOUNTED PROJECTOR.
REUSE EXISTING WHERE PRACTICAL.

FOR SOUND MITIGATION PURPOSES, IN ALL CONFERENCE ROOMS, GYM,
INTERVIEW ROOMS AND ENCLOSED OFFICES, INSTALL ADDITIONAL ELBOW IN
HVAC RETURNS AND ADDITIONAL ACOUSTICAL BLANKET ABOVE GRID—HT
PARTITIONS AND ABOVE CEILING TILE.

@

PROVIDE EXHAUST FAN FOR MICROWAVES.

@& @

REPLACE ALL EXISTING EMERGENCY EGRESS LIGHTING WITH NEW B/S BUG
L~ ~BEA LSO~~~ ~~ T T

EXISTING FLUORESCENT STRIP LIGHTING TO REMAIN. DEMOLISH EXISTING
EGG-CRATE LOUVER AND REPLACE WITH NEW OPAQUE DIFFUSER. ALL
OTHER EXISTING LIGHTING TO REMAIN.

e
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909 112th Avenue NE Suite 206

Bellevue, WA 98004

Carillon Point B4000
Floors 3 & 4

@ ®

INSTALL NEW B/S WALL SCONCE CENTERED BETWEEN SINKS.

1
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N 4100 Carillon Pt.
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Kirkland, WA 98033
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A Reflected Ceiling Plan - 4th Floor

v Scale: 1/8"=1'-0"

Symbols Legend

TYPE SYMBOL MFG. DESCRIPTION

$ SWITCH

S3 3WAY SWITCH

19} BLDG STD EXIT LIGHT

EXTG BLDG STD 2x4 SUSP.
CEILING GRID & TILE

EXTG BLDG STD FLU. STRIP
LIGHT FIXTURE

FOCAL POINT | BIDG STD 2x4 FLU. LIGHT

FIXTURE: LUNA #FLU24B
2-18 WW LAMPS

F—2 BLDG STD RECESSED, FLU.
O DOWNLIGHT FIXTURE, 2—-13wW
QUAD LAMPS

NULITE FLU. UNDER—CABINET LIGHTING.
#NU-24-120.

PROVIDE SWITCH AT COUNTER.

6"D FLUOR. DOWNLIGHT FOR WET
APPLICATION— LIGHTOLIER

CALCULITE CFL LENSED DOWNLIGHT:
#B091FCLW, OR APPROVED EQUAL

LIGHTOLIER

ECOSENSE ECOSPEC LINEAR INT

Reflected Ceiling Notes:

#04LC—XX-3500K-120-120,
OR_APPROVED EQUAL

COORDINATE THE WORK OF ALL TRADES INVOLVED IN THE CEILING WORK
TO ENSURE CLEARANCES FOR FIXTURES, DUCTS, PIPING, CEILING
SUSPENSION SYSTEM, ETC., NECESSARY TO MAINTAIN THE FINISHED CEILING

HEIGHTS INDICATED ON ARCHITECT'S DRAWINGS.

PERIMETER CEILING ANGLE, WHERE OCCURS, SHALL BE INSTALLED TIGHT
TO VERTICAL SURFACES, FREE FROM CURVES, BREAKS OR OTHER
IRREGULARITIES AND PAINTED TO MATCH CEILING FINISH.

FURNISH AND INSTALL ALL ASSOCIATED TRIM AND SEISMIC BRACING AS
REQUIRED.

LIGHT FIXTURES, NEW SPRINKLERS AND OTHER CEILING ELEMENTS SHALL
BE CENTERED IN THE 2'X2" SECTION OF INDIVIDUAL CEILING TILES U.N.O.
(EXIST. SPRINKLERS TO REMAIN UNLESS CONFLICT WITH NEW ELEMENTS).

PROVIDE CEILING ACCESS AS REQUIRED FOR EQUIPMENT AND SYSTEM
MAINTENANCE, AND MATCH ADJACENT CEILING FINISH U.N.O.

ALL SOFFITS AND CEILING HEIGHTS ARE DIMENSIONED FROM TOP OF
FINISHED FLOOR TO BOTTOM OF FINISHED GYPSUM BOARD OR CEILING
TILE AND SHALL ALLOW FOR THICKNESS OF ALL FLOOR FINISHES.

10.

11.

THE REFLECTED CEILING PLAN INDICATES THE LOCATION OF CEILING
HEIGHTS, LIGHT TYPES, LIGHT FIXTURES, AND ASSOCIATED ITEMS.

ALL SPECIFIC INFORMATION CONCERNING INSTALLATION FOR VARIOUS
ABOVE—CEILING ELEMENTS ARE TO BE DESIGN BUILD, DOCUMENTATION BY
OTHERS — PERMITTED SEPARATELY.

NOTIFY ARCHITECT OF ANY CONFLICTS OF LIGHT FIXTURE LOCATIONS WITH
MAIN RUNNERS, DUCTS, STRUCTURES, HVAC, AND/OR (E)CONDUIT,  PRIOR
TO FRAMING FOR LIGHTS. ANY DISCREPANCIES BETWEEN ARCHITECT'S
CEILING GRID LOCATION & ACTUAL FIELD CONDITIONS ARE TO BE CLARIFIED
WITH THE ARCHITECT PRIOR TO FRAMING.

SUBMIT GRILLE, THERMOSTAT, AND OTHER FIXTURE AND ELEMENT LAYOUTS
TO THE ARCHITECT FOR REVIEW AT LEAST 2 WEEKS PRIOR TO
INSTALLATION.

VERIFY FIELD CONDITIONS AND LOCATIONS OF ALL PLUMBING, MECHANICAL
DUCTS, STRUCTURAL ELEMENTS AND ALL OTHER RELATED ITEMS. INSTALL
NEW PLUMBING, MECHANICAL, FANS, DUCTS, CONDUITS, AND OTHER
RELATED ITEMS SO AS TO NOT CONFLICT WITH ANY/ALL FIELD CONDITIONS
INCLUDING LUMINAIRES.

12.

13.

14.

15.

INSTALL NEW LIGHT FIXTURES WITH PROTECTIVE FILM OR SIMILAR COVER
OVER LOUVER, LENS, BAFFLE, ETC. TO AVOID FIXTURE SOILING OR DAMAGE.
FIXTURES SHALL BE MAINTAINED CLEAN AND AS NEW. ALL LAMPS SHALL
BE NEW AT PROJECT COMPLETION — RELAMP EXISTING FIXTURES.

CONTRACTOR TO VERIFY CODE COMPLIANCE OF EXISTING ACOUSTICAL
CEILING GRID SYSTEMS AND ASSOCIATED SEISMIC BRACING RESTRAINTS.

SYSTEMS FOUND NOT IN COMPLIANCE SHALL BE MODIFIED AND/OR NEW
PROVIDED AS REQUIRED BY CURRENT BUILDING CODES (INCLUDING, BUT
NOT LIMITED TO; CURRENT IBC WALL MOLDING (2" ANGLE) AND SEISMIC
SEPARATION JOINTS).

CONTRACTOR TO VERIFY CODE COMPLIANCE OF ALL EXISTING LIGHTING
FIXTURES AND ASSOCIATED SEISMIC BRACING RESTRAINTS. FIXTURES FOUND

NOT IN COMPLIANCE SHALL BE MODIFIED AND/OR NEW PROVIDED AS
REQUIRED BY CURRENT BUILDING AND/OR ENERGY COMPLIANCE CODES.

ALL EXITING LIGHTS AND EGRESS LIGHTING LOCATIONS SHALL BE
DETERMINED BY BUILDING AND FIRE INSPECTOR'S FIELD PLACEMENT
DETERMINATION.

16.

17.

ALL SMOKE DAMPERS SHALL BE INSTALLED IN ACCORDANCE WITH iMC/IBC
OR SUPERCEDING CODE. ALL FIRE DAMPERS SHALL BE INSTALLED IN

ACCORDANCE WITH IMC/IBC OR SUPERCEDING CODE.

EGRESS LIGHTING SHALL BE DESIGNED BY A LICENSED ELECTRICAL
ENGINEER BASED ON FINAL FLOOR PLAN(S) AND THE MOST CURRENT (IN
FORCE) ISSUE OF THE IBC, IEC AND LOCAL CODES/ORDINANCES. THE
ENGINEER MAY USE THE ARCHITECTS EGRESS MAPS (COMMON PATH OF
TRAVEL/EXIT TRAVEL DISTANCE) AS STARTING POINT FOR A BASIS OF
DESIGN. HOWEVER, IT SHALL REMAIN THE SOLE RESPONSIBILITY OF THE
ENGINEER TO COMPLETE A SCOPE OF WORK THAT ADDRESSES ALL EGRESS
LIGHTING LE.; ROOMS, SPECIALIZED SPACES, PATHWAYS, ETC. PER THE
AFOREMENTIONED CODES. FINAL EGRESS LIGHTING QUANTITIES AND
LOCATIONS SHALL BE DETERMINED BY BUILDING AND FIRE INSPECTOR'S
FIELD PLACEMENT DETERMINATION.

CEILING—-MOUNTED PROJECTOR -
VERIFY EXACT LOCATION WITH

NI SRS~ AAVENDOR~ ~__

GEORGE [WALL SCONCE #P5040—-37B.
KOVACS FINISH: DARK RESTORATION
BRONZE.

GLASS: ETCHED OPAL.

PIMS:  4.75"Wx13.25"Hx4"PROJ.

M

JUNO
LIGHTING

LED PENDANT KIT

GLASS SHADE: OPAL CYLINDER
#PKL3240PAL WITH MONO-POINT
CANOPY. FINISH: SATIN NICKEL.
LAMP: 5W LED-2700K

MTG HT: BOTTOM OF SHADE TO
MATCH EXISTING

| A A AAANAAANANAANAANANALNAA
NO DESIGNATION = EXISTING

N = NEW &/OR RELOCATED (COORDINATE RELOCATED
ITEMS W/ARCHITECT)

e ool

DESIGN
DRAWN
CHECKED
NO.

09.30.13

JPC
AN/CB

AN
13-0503

STATE OF WASHINGTON

REGISTERED

Progress Set

10.09.13

Pemit / Bid Issue

/N\10.22.13

ASI #1

/A\11.25.13

ASI #2

A12.17.13

CD Issue

/A 12.20.13

ASI #3

/2 01.09.14

ASI #4

/0\ 01.29.14

ASI| #5

A02.20.14

Permit Revision
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Finish Specifications

FLOORING

TYPICAL FLOORING, U.N.O.SHAW

(1] STYLE NAME: CATALYST TILE

STYLE NO: 59579

COLOR NO:  64755-MARBLE

INSTALLATION: QUARTER-TURNED

MFR REP.: LAURIE STALEY @ 206.390.4246

CARPET TILE

MFR: PATCRAFT
STYLE NAME: LOFT
STYLE NO: 26477

O(?’FI)-'IE(;]E COLOR NO: 00765 ROCK SCISSORS PAPER
INSTALLATION: QUARTER-TURNED
MFR REP.: JEFF CALLISON @ 206.730.5288
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Dwg: L:\2013\13—-0503\DWG\WIP\MASTER\|-6.3 FINISH PLAN AND FINISH SCHEDULE — 3RD FLOOR.DWG
X'Ref: \ATB.dwg,

Pen Table: JPC STD.CTB

Date/Time: 2/20/2014 9:23 AM

Author: CHRISTINE BENDA
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SHEET VINYL Ll
MFR: ARMSTRONG Z «
SERIES: LITHOS STONE v S
COLOR NAME: LITHOS PHYLLITE =
COLOR NO: 34335 g o
<=
"
r = .
ECORE. INTERNATIONAL A
o PATTERN: ~ EVERLAST FITNESS FLOORING ZONE 5 - 2
SATELLITE CLASSIC o =
COPY/PRINT COLOR NAME: MOCHA LATTE #EL43 L2
SIZE: 8MM X 48"W X CUSTOM LENGTH
: & UNDERLAYMENT: ECORE #QT4010 — &" X 48" ROLL
i CONTACT:  MATT TILTON @ 209.640.4709
. T GOR Tl
. 1]  MFR: THOMPSON TILE
7 b PATTERN:  CLAY #OV.CY.NCE
- COLOR: NOCE (BROWN) ) )
— SzE: e ¥s5-ocHA Carillon Point B4000
3 OPEN | = -
i . - OFFICE CONTACT:  JULIE KIELAN @ 360.348.0025 Floors 3 & 4
[307] E ACCENT IN FLOOR TILE 4100 Cairillon Pt.
‘ 51 MFR: THOMPSON TILE :
-~ T PATTERN: CLAY #OV.CY.BLK Kirkland, WA 98033
COLOR: BLACK
SIZE: 12"X24" HANDCUT TO 17x12"
| | GROUT: LATICRETE #35~MOCHA
CONTACT:  JULEE KIELIAN @ 360.348.0025
SATELLITE SHOWER STALL FLOOR TILE
-
| ot PRINT I MFR: THOMPSON TILE
iy PATTERN:  YURA NEW SERIES #OV.YN.LGY DESIGN JPC
Ir'j g%zﬁm‘ ;EQ%GREY DRAWN AN/CB
GROUT: BLACK CHECKED AN
CONTACT:  JULIE KIELIAN @ 360.348.0025 NO. 130503
BASE
TYPICAL BASE, UN.0.
. MFR: ARMSTRONG
PRODUCT:  4”H COVED VINYL W/FOOT
COLOR NAME: FRESH TAUPE
COLOR NO: 64
NOTE: ROLLED GOODS
GENERAL WALL PAINT _ (TYPICAL UNO)
B\ MFR: KELLEY MOORE
(77 COLOR NAME: COTTON LACE
COLOR NO:  KM3986
SHEEN: EGGSHELL, SEMI—GLOSS @ WET AREAS
ACCENT WALLS
i /PN MFR: BENJAMIN MOORE
2/ COLOR NAME: WHITE SAND
OPEN GB-D COLOR NO:  BM—0C—10 l
OFFICE SHEEN: EGGSHELL i | Lade 4
(P LOCATION: ~ RESTROOM WALLS & CEILINGS, SHOWER STATE OF WASHINGTON
\/ ROOM WALLS
TYP.
THROUGHOUT /P MFR: BENJAMIN MOORE
U.N.O. 3/ COLOR NAME: BITTERSWEET CHOCOLATE
COLOR NO: 211410
e TYPE: ELECTROSTATIC PAINT APPLICATION
G0k N ATIQN:  TOILET PARTITIONS
10
Y H-B2e o NOT USED { /5\ 09.30.13 __ Progress Set
. 10.09.13 ___ Permit/ Bid Issue
T T WALL TILE
] - : : ! @ MFR! THOMPSON TILE A102213  Asi#
k PATIERN: Gl SERIES ~ SEMI~POLISHED,/LAPATO /112513 ASI#2
#TH.GLIVO CDI
COLOR: IVORY §12.17.13 =
. - . : SIZE: 12°x12" FIELD A12-20-13 ASI #3
I o GROUT: TEC #903—BIRCH 01.09.14  ASI#4
- : : 2 ; : : ; ; ; 2 : : : u : : 8 ‘ Finish Plan - 3rd Floor CONTACT: ___ JULIE_KIELIAN @ 360-348.0025 Aoizots  Asi#s
TP WALL TILE — SHOWER
v Scale: 1/8"=1"-0 MFR: THOMPSON TILE A02.20.14 Permit Revision
T e PATIERN:  UNICOLOUR — MATTE A\
COLOR: IVORY
SIZE: 12°X12"
GROUT: TEC #903-BIRCH
CONTACT:  JULIE KIELIAN @ 360—348.0025
Finish Notes: Key Notes: A
PROVIDE AND INSTALL BUILDING STANDARD HORIZONTAL CASE_WORK
' 9. ALL INTERIOR PARTITIONS, CEILING FINISHES AND TRIM OF PUBLIC
1. ALL AREAS TO RECENVE CARPET AND BASE AS SCHEDULED UN.C. AREAS TO COMPLY WITH CLASS 1 MATERIAL CLASSIFICATION; FLAME o MINI-BLINDS AT INTERIOR GLASS RELIGHTS AT CONFERENCE #318 QUARTZ SLAB
2 ALL AREAS TO RECENE RB—1 UN.O SPREAD RATING 0 TO 25, SMOKE DEVELOPED 200. ALL INTERIOR WALL & #320. ch)EbR NAME: gﬁﬁiﬁmw
T GRS 2 MATERIAL CLASSIFOATION: TLAME SPREAD, RATING 26 7o |(2) PROVIDE AND INSTALL RECESSED BLACKOUT SHADES AT EXTERIOR COLOR NO: 4230 A
3. ALL <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>